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Abstract 


A  multiple-input,  multiple-output  (MIMO)  recursive  least  squares  (RLS)  algorithm  is 
developed  to  shape  and  control  the  Ltx'an-C  RF  pulse  of  the  AN/FPN-44A  tube  type 
transmitter.  The  control  algorithm  is  incorporated  into  a  transmitter  simulation  program, 
where  it  seeks  to  produce  an  optimal  transmitter  drive  waveform  CTDW).  An  (^timal  TDW 
produces  a  near  ideal  RF  pulse. 

The  control  algorithm  uses  a  MIMO  reference  model  of  the  transmitter;  parameters  of 
the  model  are  obtained  using  recursive  least  squares  multichannel  time  series  techniques. 
The  MIMO  reference  model  has  the  ability  to  adapt  to  the  non-LTI  characteristics  of  the 
simulated  transmitter. 

The  MIMO  RLS  control  algorithm  is  implemented  in  both  an  ideal  and  a  realistic 
noisy  environment.  In  the  ideal  environment,  when  representing  the  RF  pulse  with 
parameters  of  its  half-cycle  peak  amplitudes  and  zero-crossings,  the  MEMO  RLS  controller 
is  able  to  shape  the  RF  pulse  and  control  its  zero-crossings.  Quantization  and  system  noise 
in  the  non-ideal  environment  results  in  performance  deterioration  of  the  control  algorithm. 
The  performance  of  the  MIMO  RLS  algorithm  is  compared  against  another  method  of 
control,  the  steepest  descent  algorithm. 
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I.  INTRODUCTION 


In  1990  the  Coast  Guard  Electronic  Engineering  Center  initiated  a  multi-year  project 
entitled  the  Electronic  Equipment  Replacement  Project  [Ref.  1],  which  outlines  the  need  to 
redesign  and  upgrade  the  Loran-C  equipment.  The  redesign  of  various  portions  of  the 
Loran-C  system  is  necessary  for  equipment  support  structure,  the  desire  to  enhance  and 
expand  automation,  the  need  to  respond  to  new  system  requirements,  and  the  desire  to 
remain  in  step  with  new  technology. 

Under  plan  one,  entitled  “EPA/PGEN/LORDAC  Redesign,”  the  monitor  and  control 
methods  are  to  be  redesigned  to  provide  automatic  Loran-C  pulse  shaping  and  improve  the 
monitoring  fimctions.  The  new  control  system  generates  and  controls  the  Loran-C  pulse 
automatically,  maintains  the  pulse  within  specifications,  and  records  results  for  an 
operational  database. 

In  this  thesis,  a  multiple  input  multiple  output  (MIMO)  recursive  least  squares  (RLS) 
algorithm  is  developed  to  shape  and  control  a  Loran-C  pulse.  The  Loran-C  pulse  is 
successfully  controlled  with  the  AN/FPN-44A  transmitter,  and  it  meets  the  tolerances 
provided  in  the  Coast  Guard’s  Specification  for  the  Transmitted  Loran-C  Signal  [Ref.  2]. 
The  Loran-C  pulse  is  monitored  at  each  control  iteration,  and  data  are  compiled  for  pulse 
analysis. 

A  MATLAB  computer  program  that  simulates  the  AN/FPN-44A  transmitter  [Ref.  3] 
is  used  to  test  and  analyze  the  MIMO  RLS  control  algorithm.  The  control  algorithm  uses 
an  adaptive  MIMO  reference  model.  This  MIMO  model  is  developed  using  multichaimel 
time  series  techniques.  The  MIMO  model  has  the  ability  to  adapt  to  time  variations  and 
non-linear  changes  in  the  transmitter’s  operating  characteristics. 

Comparisons  are  made  between  the  RLS  and  a  steepest  descent  control  algorithm.  The 
steepest  descent  control  algorithm  was  developed  by  Peterson  [Ref.  4]  and  implemented  by 
Bruckner  [Ref.  3]  to  control  the  Loran-C  pulse.  The  advantages  and  limitations  of  the  RLS 
algorithm  are  addressed. 
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llie  thesis  is  organized  as  follows:  Chi^ter  n  presents  a  summary  of  the  Loran-C 
operation,  pulse  specifications,  and  a  prc^osed  control  system.  Chapter  in  contains  the 
derivation  of  the  RLS  algorithm  for  a  MIMO  model  of  the  transmitter.  The  MIMO  RLS 
control  algorithm  is  derived  in  Chapter  IV,  and  the  results  and  analysis  are  presented  in 
Chapter  V.  In  the  results,  the  performance  of  the  RLS  algorithm  is  compared  with  that  of 
an  alternate  method  of  control  called  the  steepest  descent  algorithm.  Finally,  conclusions 
on  the  work  reported  and  suggestions  for  improvement  (future  work)  are  presented  in 
Chapter  VI.  ^pendix  A  contains  the  results  of  the  MIMO  RLS  control  algorithm  operating 
with  the  input  and  output  waveforms  at  realistic  SNR  levels.  A  derivation  of  the  MIMO 
RLS  control  algorithm  with  memory  and  its  results  are  included  in  Appendix  B.  Appendix 
C  contains  the  derivation  of  an  integral  control  algorithm,  which  behaves  similarly  to  the 
steepest  descent  method  and  has  similar  control  characteristics.  Appendix  D  contains  the 
MatLab  code  of  the  control  algorithms  and  other  support  programs. 


2 


II.  SUMMARY  OF  LORAN  C 


A.  LORAN  C  OPERATION 

Lwan-C  radio  navigation  is  based  on  time  differences  between  a  received  master 
station’s  pulse  and  several  secondary  stations’  pulses.  A  LcM-an  receiver  can  obtain  time 
differences  from  as  many  as  four  secondary  stations,  labeled  as  W,  X,  Y,  and  Z.  A  Loran 
receiver  translates  these  time  differences  into  hyperbolic  lines  of  position.  An  intersection 
of  two  or  more  hyperbolic  lines  of  position  will  formulate  its  location  at  the  point  of 
intersection. 

The  master  and  secondary  stations  for  a  specific  geogr^hical  area,  referred  to  as  a 
chain,  all  transmit  a  series  of  pulse  groups  at  a  fixed  rate  called  the  Group  Repetition 
Interval  (GRI).  The  GRI  for  various  chains  vary  from  40,000  to  99,900  microseconds.  Each 
secondary  station  in  the  chain  transmits  its  pulse  group  at  the  same  GRI,  but  with  different 
emission  delays  with  reference  to  the  master’s  pulse  group  (see  Figure  2.1).  [Ref.  2:  p.  2-5] 


Figure  2.1:  Emission  delays  fi'om  the  master  station. 


The  master  station  transmits  a  group  of  nine  consecutive  pulses.  Each  secondary 
station  then  transmits  its  own  group  of  eight  consecutive  pulses.  The  pulses  in  each  group 
are  separated  by  lOOOps  except  the  master’s  ninth  pulse,  which  is  transmitted  2000ps  after 
the  eighth  pulse. 
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The  L(van-C  receiver  has  the  ability  to  receive  both  the  Loran  ground  waves  and 
skywaves.  The  ground  wave  is  the  one  used  to  calculate  the  time  difference.  Pulse  group 
phase  coding  is  used  to  distinguish  the  ground  wave  from  the  skywave.  TTiere  are  two  GRI 
transmission  sequences  that  comprise  a  phase  code  interval  (PCI).  The  phases  of  certain 

pulses  in  the  transmission  sequence  are  changed  by  ISO'^.  The  pattern  of  phase  changes  of 
the  PCI  is  illustrated  in  Ref.  2,  pp.  2-6.  For  this  research,  the  control,  testing,  and  aiudysis 
are  conducted  on  pulse  one  of  the  eight  (m-  nine  in  the  case  of  the  master  station)  pulses 
transmitted  by  a  station  in  a  GRI.  Pulse  one  of  the  pulse  sequence  for  all  stations  has  a 
positive  phase  code  which  corresponds  to  a  zero  phase  shift. 

B.  LORAN-C  PULSE  SPECIFICATION 


1.  Description  of  the  Loran-C  pulse 

The  Loran-C  signal  is  made  up  of  individual  pulses  which  must  meet  specific 
tolerances  for  the  signal  to  be  acceptable.  The  carrier  frequency  of  a  Loran-C  pulse  is 
lOOkHz;  during  the  first  65|is,  the  pulse  amplitude  is  specified  by:  [Ref.  2:  p.  2.1] 
i(t)  =0;  for t<T 

r-2(t-t  ) 
i(t)  =  A(t--t^)^exp  - - 


sin  (0.2nt  +  (j)^) 


where 


f  or  T  ^  t  ^  65  +  T 
e  e 


(2.1) 


A  is  the  normalization  constant  related  to  the  magnitude  of  the  peak  anterma 
current  in  amperes, 
t  is  time  in  microseconds, 

\  is  the  envelope  to  cycle  difference  (ECD)  in  microseconds,  and 
(|>c  is  the  phase-code  parameter  (in  radians)  which  is  0  for  positive  phase  code 
and  n  for  negative  phase  code. 
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The  first  90ps  of  the  ideal  Loran-C  pulse  is  shown  in  Figure  2.2.  The  first  dSps  of 
the  standard  RF  pulse,  as  described  by  equation  2.1,  is  called  the  leading  edge.  The  RF 
pulse  trailing  edge  is  defined  as  the  potion  of  the  pulse  following  the  maximum  peak 
amplitude  or  the  65  |ls  point,  whichever  occurs  first,  [different  transmitters  have  different 
decay  characteristics  of  the  pulse’s  trailing  edge.  In  this  work,  the  AN/FPN-44A  transmitter 
is  chosen  for  testing  the  control  algorithm  and  analysis.  The  spectrum  must  be  within  the 
bandwidth  of  90  to  1  lOkHz.  The  normalized  pulse  amplitude  for  t  >  SOO^s  is  less  than  o* 
equal  to  0.0014.  The  tolerance  specifications  far  the  trailing  edge  amplitude  are  established 
to  substantially  decay  the  pulse,  so  the  next  transmitted  pulse  has  no  interference  from  the 
previous  one.  [Ref.  3:  p.  10] 


IDEAL  \j0nM  c  WAVEFORM 


Figure  2.2:  The  ideal  Loran-C  pulse  [Ref.  3,  p.  10]. 
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The  third  negative  to  positive  zeros-crossing  in  the  Loran-C  pulse  {U'ovides  a 
reference  point  called  the  standard  zero-crossing  (SZC).  A  Loran  receiver  locks  <»to  this 
locatitm  by  the  unique  amplitude  ratio  of  the  fifdi  and  seventh  peaks.  The  standard  zero¬ 
crossing  occurs  approximately  SO^ls  after  die  beginning  of  die  pulse.  The  Loran  receiver 
uses  the  standard  zero-crossing  as  a  reference  when  determining  time  differences  between 
pulses  from  the  master  and  secondary  stations.  [Ref.  2:  p.  2.3,  Ref.  3;  p.  9-1 1] 

2.  Pulse  Tests 

The  Coast  Guard  has  established  four  tests  to  ensure  that  the  Loran  pulse  shape 
resembles  the  ideal  Levan  pulse,  and  the  shape  is  identical  from  pulse  to  pulse.  The  four 
tests  are:  envelope-to-cycle  difrerence  (BCD),  root  mean  square  value  of  half-cycle-peak 
amplitudes  1-8,  maximum  individual  errev  in  half-cycle-peak  amplitudes  1-8  and  9-13,  and 
the  zero-crossing  tolerance.  [Ref.  2:  p.  2. 1-2.3,  Ref.  3:  p.  11]  These  four  tests  are  fully 
described  in  Ref.  2  and  are  sununarized  in  the  following  sections. 

a.  Envelope-to*Cyde  Difference  (ECD) 

The  ECD  is  a  time  relationship  between  the  position  of  the  pulse  envelq>e 
relative  to  the  position  of  the  zero-crossings.  A  positive  ECD  has  an  envelope  that  q^pears 
later  in  time  by  a  factor  of  (see  equation  2.1),  which  has  the  appearance  of  the  envel(^ 
shifted  to  the  right  along  the  time  axis.  The  ECD  may  also  be  negative,  where  the  envelope 
is  shifted  to  the  left.  The  calculation  of  the  ECD  of  a  Loran-C  pulse  is  a  tedious  process, 
and  the  details  may  be  foimd  in  Ref.  3:  p.  137. 

The  ECD  of  the  Loran  pulse  can  be  adjusted  at  the  transmitter  to  provide  the 
desired  RF  pulse  shape.  Once  the  ECD  is  computed  for  the  station’s  transmitted  RF  pulse, 
it  may  be  as?  :g.ied  a  value  in  the  range  of  -2.5  to  +2.5|is  [Ref.  2:  p.  2.2].  This  is  called  the 
local  or  transmitted  ECD  value.  In  computing  the  RF  pulse  error,  the  same  ECD  value  is 
used  for  both  the  actual  and  the  ideal  RF  pulse.  For  the  half-cycle  peak  amplitude  tests,  ^^e 
local  ECD  must  fall  within  the  allowable  range  [Ref.2:  p.  2.3] .  The  transmitted  pulse  caimot 
have  an  ECD  that  exceeds  ±0.5p,s  from  the  transmitted  ECD  value  [Ref.  2:  p.  3.4].  When 
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the  RF  peak  amplitudes  and  the  zero-crossings  are  within  q>ecificati(m,  the  BCD  is 
auunnatically  within  the  specified  toltfance  [Ref.  S].  The  ctmtrol  and  testing  of  BCD  are 
not  addressed  in  this  thesis.  An  BCD  of  zero  is  used  in  this  thesis  when  generating  the  ideal 
RF  pulse,  for  testing  the  control  algorithm  and  fw  the  Loran  pulse  analysis. 

b.  Ensemble  Tolerance  of  Half-Cycle  Peak  Amplitudes 

The  root  mean  square  error  between  the  Brst  eight  half-cycle  peaks  of  the 
ideal  and  the  actual  Lcs'an  pulse  cannot  exceed  one  percent  of  the  peak  amplitude  of  the 
actual  pulse.  Let  Sp.  p  =1.2.3....8.  be  the  first  eight  half-cycle  peak  amplitudes  of  the  actual 
pulse  and  those  for  the  ideal  be  Ip,  p=l,2,3,...8.  When  the  maximum  amplitudes  of  the 
actual  and  ideal  pulses  are  normalized,  the  ensemble  tolerance  is  expressed  as: 


c.  Individual  Tolerance  of  Half-Cycle  Peak  Amplitudes 

For  the  first  eight  RF  half-cycle  peak  amplitudes,  the  individual  pulse  peak 
eirtM*  between  the  actual  and  the  ideal  must  not  exceed  three  percent  of  the  peak  amplitude 
of  the  pulse.  For  half-cycle  peak  amplitudes  9  through  13,  the  maximum  individual  error 
must  not  exceed  ten  percent  of  the  peak  amplitude.  Assuming  that  the  actual  and  ideal 
Loran  pulses  are  normalized,  these  tolerances  are  expressed  as: 

|Ip-Spl^0.03  l^p^8, 

|Ip-Spj^0.10  9^p^l3. 

d.  Zero-crossings 

Zero-crossing  times  and  their  acceptable  deviation  from  the  ideal  zero- 
crossings  are  provided  in  Table  2.1  for  the  AN/FPN-44A  transmitter.  All  zo-o-crossing 
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times  are  in  relation  to  the  standard  zero-crossing  (SZC).  The  SZC  is  the  negative  to 
positive  zero-crossing  at  30  microsectmds  of  a  positively  phase  coded  pulse  of  the  antenna- 
current  waveform.  There  are  two  categories  for  zero-crossing  toltfances.  Category  1 
tolerances  are  for  the  newer  model  transmitters,  such  as  die  AN/PPN-44A,  and  category  2 
are  for  the  older  transmitters,  such  as  die  AN/FPN-42.  [Ref.  2:  p.  2.4] 

TABLE  2.1:  Zero-crosang  Times  and  Tbierances  for  AN/FPN-44A  IVansmitter 


2SeiD-cnMsing  Ois) 

Tiine(|u) 

dtTolerances  (ns) 

5 

-25 

1000 

10 

-20 

100 

15 

-15 

75 

20 

-10 

50 

25 

-5 

50 

30 

SZC 

standard  time  reference 

35 

5 

50 

40 

10 

50 

45 

15 

50 

50 

20 

50 

55 

25 

50 

60 

30 

50 

C,  PRODUCING  THE  RF  SIGNAL 

1.  The  Transmitter  Input  and  Output  Waveforms 

The  input  to  a  LORAN-C  transmitter  is  called  the  transmitter  drive  wavefmm 
(TDW).  The  TDW  is  a  cosine  waveform  widi  16  half-cycles  of  varying  peak  amplitudes 
and  has  a  constant  carrier  frequency  of  lOOkHz.  A  damped  sinusoid  is  added  at  the  end  of 
the  16  half-cycles  to  lengthen  the  decay  time  of  the  radio  frequency  antenna  current 
waveform  (RF).  This  eliminates  undesirable  high  frequency  components  in  the  output.  A 
typical  TDW  is  shown  in  Figure  2.3. 

When  the  shi^  of  the  TDW  changes,  its  energy  varies  which  in  turn  changes  die 
unit  sample  response  of  the  transmitter.  This  behavior  exempliftes  the  transmitter  as  a  non- 
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linear  system.  An  assumptitm  is  made  that  the  transmitter  opo’ates  as  an  LTl  system  from 
pulse  to  pulse  with  a  fixed  TDW,  over  a  time  duration  of  a  few  hours.  In  this  work,  an  LTI 
pole-zero  model  was  used  to  simulate  the  transmitter  at  a  given  operating  point,  i.e.  a  fixed 
TDW  [Ref.  3:  p.42].  By  catenating  a  number  of  LTI  models  that  cover  a  range  of  operating 
points  based  on  different  TDW,  a  piece-wise  non-linear  model  is  develqied.  The  simulated 
AN/FPN-44A  Ltx'an-C  transmitter  is  modeled  using  six  poles  and  five  zeros.  The  behavior 
of  the  corresponding  poles  and  zeros  of  the  catenated  LTI  models  is  charactoized  by  fitting 
a  polynomial  curve  for  each  of  them.  Each  pole  or  zero  moves  along  its  own  polynomial 
curve  as  a  function  of  the  TDW’s  energy.  [Ref.  3] 

Time  variations  in  the  transmitter  may  occur  over  several  hours,  days,  or  weeks. 
These  time  variations  are  modeled  as  slight  shifts  in  the  position  of  poles  and  zeros.  Each 
polynomial  curve  fitting  the  trajectory  of  a  pole  or  zero  drifts  up  and  down  independently 
of  each  other  when  shifts  occur.  This  allows  the  pole-zero  transmitter  model  to  simulate 
changes  in  transmitter  characteristics  due  to  time  variations.  [Ref.  3] 

There  are  two  different  possible  loads  on  the  transmitter;  the  antenna  and  the 
resistive  dummy  load.  The  simulation  contains  an  HR  model  each  for  the  antenna  and  the 
dummy  load  cases.  The  transmitter  usually  starts  on  the  dummy  load,  where  the  TDW’s 
half-cycle  peak  amplitudes  converge  to  fcHm  an  acceptable  RF  pulse  before  switching  to 
the  antenna.  The  TDW  can  be  generated  on  either  loads  to  form  the  RF  pulse. 

Each  Loran  station  has  two  transmitters.  This  allows  one  transmitter  to  transmit 
on  the  antenna  while  the  other  remains  in  a  standby  mode  of  operation.  The  term 
transmitted  pulse  refers  to  the  RF  pulse  measured  at  the  transmitter’s  ground  return,  not  the 
RF  pulse  in  the  far  field.  The  typical  RF  pulse  transmitted  on  the  antenna  is  shown  in  Figure 
2.4.  The  shqje  of  the  RF  pulse  is  determined  by  the  amplitudes  of  the  half-cycles  of  the 
TDW.  The  TDW  has  16  half-cycles.  The  half-cycle  amplitudes  of  a  TDW  can  be  arranged 
into  a  column  vectOT,  which  makes  computing  the  optimal  TDW  a  16  dimensional  control 
problem.  The  vector  of  parameters  used  to  represent  the  RF  pulse  are  comprised  of  the  first 
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16  half-cycle  peak  amplitudes  of  the  RF  pulse,  or  it  can  be  extended  to  include  the  RF  pulse 
samples  at  the  desired  zero-crossings  which  allows  for  die  control  of  zero-crossings. 

In  order  to  solve  for  the  (^timal  TDW  parameters  (half-cycle  peak  values),  we 
need  to  estimate  the  mapping  function  between  the  TDW  and  RF  parameters  spaces.  The 
mapping  function  must  take  into  account  the  non-LTI  characteristics  of  the  actual 
transmitter.  A  multiple  input  multiple  ou^ut  (MIMO)  model  is  developed  to  represent  the 
Loran  transmitter’s  behavior  on  a  pulse  to  pulse  basis.  The  model  parameters  are  estimated 
using  a  MIMO  recursive  least  squares  (RLS)  algorithm.  Further  discussion  of  the  modeling 
and  control  techniques  are  contained  in  Chapters  m  and  IV,  respectively. 


TDW:  AN/FPN  44A  TRANSMITTER 


Time,  microsecondB 

Figure  2.3:  A  typical  TDW  for  the  AN/FPN-44A  transmitter. 
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Figure  2.4:  A  typical  RF  Pulse  from  the  AN/FPN-44A  transmitter. 

2.  The  VXI  Based  Loran-C  Transmitter  and  Control  System 

Plan  one  of  the  IxM'an-C  Electronic  Equipment  Replacement  Project  (EERP)  was 
started  in  1990;  it  is  called  project  W1180:  “Timing  and  Control  Equipment  (TCE) 
Redesign.’’  A  scheme  to  implement  data  acquisition  and  develq>  an  algorithm  to  control 
the  Loran-C  pulse  shape  by  adaptively  generating  the  necessary  TDW  waveform  were 
proposed  [Ref.  6].  A  block  schematic  of  the  proposed  control  system  is  shown  in  Figure 
2.5. 

The  operation  of  the  control  system  in  Figure  2.5  follows  these  steps  [Ref.  3,  p. 
33].  The  computer  loads  a  digitized  transmitter  drive  waveform  (TDW)  into  ♦he  arbitrary 
fimction  generator  (AFG).  The  AFG  produces  an  analog  TDW  signal,  which  is  sent  to  the 
transmitter  at  each  timer  trigger.  A  digital  storage  oscilloscope  (DSO)  acquires  the  RF  pulse 
with  an  eight  bit  resolution.  Ihe  digitized  RF  pulse  is  stored  in  the  computer’s  memory 
which  is  used  by  the  control  algorithm  to  generate  an  optimal  TDW.  The  controller 
computes  a  new  TDW  based  on  the  error  between  the  ideal  and  actual  RF  pulses.  Plan  one 
of  the  EERP  does  not  address  an  exact  algorithm  to  accomplish  the  goal  of  obtaining  an 


Figure  2  The  VXIbus  based  control  system  [Ref.3:  p.  34]. 


optimal  TDW.  In  this  research,  we  propose  and  develop  a  MIMO  RLS  control  algorithm  to 
generate  an  optimal  TDW,  where  the  actual  RF  pulse  is  a  least  squares  fit  of  the  ideal  RF 
pulse. 
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111.  M IMO  MODELING 

In  this  chapter  we  pre;»ent  the  derivation  of  a  multiple-input,  multiple-output  model  for 
the  Lm-an-C  transmitter  based  on  a  least  squares  data  formulation.  The  half-cycle  peaks  of 
the  transmitter  drive  waveform  and  the  RF  pulse  are  considered  as  multichannel  input  and 
output  quantities.  In  order  for  the  algorithm  to  be  able  to  track  the  slow  time  variations  in 
the  transmitter  (grating  environment,  an  adaptive  version  of  the  least  squares  formulation 
called  the  recmsive  least  squares  algorithm  is  pressed.  Both  forward  and  inverse  models 
are  considered  which  are  needed  to  develop  suitable  pulse  shape  control  algorithms  in  the 
following  chapters. 

A.  MULTICHANNEL  SYSTEM  APPROACH 

Any  adaptive  algorithm  used  to  control  the  RF  pulse  requires  a  reference  model  of  the 
transmitter.  The  reference  model  is  used  to  map  the  error  in  the  RF  pulse  to  the  TDW  input. 
A  reference  model  is  obtained  using  a  multichannel  formulation  when  the  input  and  output 
parameters  are  considered  to  be  channels.  Hie  ouqiut  is  expressed  as: 

yt  =  AoXt  +  AiXt.i  +  ...  +  AniXt.ni.  (3.1) 

where  x  ^  is  the  input  vector  (p  x  1),  y  |  is  the  ouqiut  vector  (q  x  1)  at  discrete  time  index  t, 
and  A  s  (s  =  0,  1,...,  m)  are  the  coefficient  matrices  (q  x  p)  [Ref.  7:  p.  237].  For  p  =  q,  the 
coefficients  are  square  matrices.  We  consider  p  =  16,  where  the  elements  of  x  represent  the 
half-cycle  peaks  of  the  transmitter  drive  waveform  (i.e.,  a  total  of  eight  cycles).  The  output 
vector  y  can  be  of  size  q  =  16,  or  q  =  32.  For  q  =  16,  vector  y  is  composed  of  the  first  16 
half-cycle  peaks  of  the  RF  pulse.  When  q  =  32,  vector  y  is  expanded  to  include  the  samples 
of  the  first  16  desired  zero-o-ossings.  When  p  does  not  equal  q,  rectangular  coefficient 
matrices  result.  Both  cases  are  considered  in  the  following  chapters. 

The  MIMO  reference  model  is  obtained  based  on  a  least  squares  formulation.  A  least 
squares  estimate  of  the  coefficient  matrices  is  obtained  by  minimizing  the  sum  of  squared 
errors  between  the  actual  ouqiut  of  the  transmitter  and  the  computed  output  of  the  model. 
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In  this  work  a  memory  less  MIMO  model  is  considered.  From  equation  3.1.  the  ouq}ut 
of  the  memoryless  system  is  expressed  as 

yt  =  AoXf  (3.2) 

Additional  coefficient  matrices  are  used  when  a  model  with  memory  is  to  be  realized.  The 
derivation  of  the  least  squares  estimate  for  the  MIMO  model  remains  the  same  whether  one 
or  more  coefficient  matrices  are  used. 

B.  THE  TRANSMITTER  MODEL 

1.  The  Least  Squares  Method 

Considering  a  memoryless  model  representation,  the  output  of  the  multichannel 
model  is  expressed  as; 

y  =  Ax, 

where  x  is  the  vector  of  input  parameters,  and  A  is  the  single  coefficient  MIMO  model.  The 
error  vector,  at  time  index  i.  is  expressed  as: 

ei  =  yi-yi.  (3.3) 

where  yj  =  AXj,  and  yj  is  the  vector  of  RF  pulse  parameters  (actual  transmitter  output). 
The  weighted,  squared  error  matrix  is  then  given  by  [Ref.  10:  p.  P  7.3]: 

n 

J  =  £  A.“-i(e.eT)W.  (3.4) 

i-  1 

where  A,  is  called  the  forgetting  factor;  (l-A)'^  is  a  measure  of  the  memory  of  the  recursive 
least  squares  algorithm;  a  forgetting  factor  of  unity  corresponds  to  infinite  memory;  and  W 
is  a  diagonal  weighting  matrix  used  to  weight  the  elements  of  ej. 

Expanding  the  error,  ep  in  equation  3.4  yields  the  following: 
n 

J  =  £  A“-'(y.- Ax.)  (y.-Axp’^W, 
i-1 
or 
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(3.5) 


I  =  £  X"-‘  (yjyT -  y.xjA^  -  Ax^yT -  AxjxTa'^)  W. 
i-1 

Taking  the  partial  derivative  of  J  with  respect  to  A  in  equation  3.5  and  setting  it  to  zero 
yields: 


^  =  £X“-'(-2y.xT  +  2Ax.xT)W  =  0  . 
i-  1 

Rearranging  terms  in  equation  3.6  gives: 

n  n 

£  >.“-'(yixT)w  =  £  X®-'(Ax.xT)W. 
i-1  i-1 

Now  defme  the  following  matrices:  the  autocorrelation  matrix, 

n 

<t>  =  y  >,"‘Vx;xT)W. 
i-1 

and  the  cross-correlation  matrix, 

i-1 


(3.6) 


(3.7) 


(3.8) 


(3.9) 


Substituting  equation  3.8  and  3.9  into  equation  3.7  results  in  a  simplified  matrix  form: 

A<I>n  =  rj,;  (3.10) 

and  the  least  squares  memoryless  MIMO  model  is  obtained  as  [Ref.  8:  p.  380]: 


2.  The  Recursive  Least  Squares  Algorithm 

Consider  that  the  transmitter  being  modeled  is  slowly  time- varying;  accordingly, 
the  model  coefficient  is  now  represented  as  Aq  where  n  is  the  time  index.  To  continuously 
model  the  transmitter  as  its  characteristics  change  with  time,  we  propose  to  develop  a 
recursive  least  squares  solution  of  A  [Ref.  8:  p.  477-  485]. 
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From  equation  3.8,  let 


•"J’  =  ‘*’d  =  E  ^“'‘(*1*?)  W  ,  (3.11) 

i-1 

and  equation  3.10  becomes 

A„p;‘  =r..  (3.12) 

At  time  index  n+1,  equation  3. 12  can  be  written  as: 

A«1  p;l  I  =  r, + y«.i  w.  (3.13) 

Substituting  equation  3.12  in  3.13  fcx  Fq  yields 

Aji+iPq^I  =AnPQ  +yn+l*n+l^W.  (3.14) 

Adding  (A^  *n+l^W  -  A^  Xq^^  Xq+i^  W)  on  the  right  side  of  equation  3.14  and 
realizing  that: 

AoPq^  +  Aq  Xq^.!  Xq^.j'^W  =  Aq  Pjj^  j  ,  (3.15) 

and 

■  Aji  Xq.^!  Xn+1^  ^  +  yn+l*n+l^W  ~  (yiH-1 "  ^  *ii+l)  (3.16) 

results  in 

Aq+iPjj^I  +  (yn+1  ■  ^  *n+l)  *n+l^  (3.17) 

where  (yn+i  -  Aq  Xq+i)  =  Cn+i.  The  final  form  of  the  recursive  equation  for  Aq+i  is 

^n+1  *  +  ®n+l  *ii+l^  ^  •  (3.18) 

The  recursive  least  squares  algorithm  in  equation  3.18  requires  recursive  updating 
of  Pq  [Ref  8:  p.479].  At  time  index  n+1,  equation  3.1 1  becomes 

Cl"  ^•<'n  +  ’‘n*l’‘LlW-  (3.19) 

Substituting  P~^  s  4>a  into  equation  3.19  yields: 
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(3.20) 


^oil  +  *!H-1 

Inverting  both  sides  of  equation  3.20: 

Pn+l  =  (^Pn^+X|H.lXn+lW.  (3.21) 

Applying  the  matrix  inversion  lemma  [Ref.  8:  p.  480] 

(A  +  BCD)-^  =  A-*  -  A‘^B(C^  +  DA*1b)‘^DA-^  (3.22) 

to  equation  3.21  provides  the  required  recursion  for  Pq.  C(»nparing  the  terms  on  the  right 
side  of  equation  3.21  to  those  on  the  left  side  of  equation  3.22,  we  have 

A=xp;> . 

B  =  Xq^j, 

C  =  l, 

which  yields  the  update  equation  for  Pq^|: 

-1 

The  RLS  algorithm  is  one  of  many  possible  algorithms  for  obtaining  a  reference 
MIMO  model  for  the  transmitter  system.  The  RLS  algorithm  is  chosen  because  it  offers  a 
fast  rate  of  convergence,  with  negligible  noise  when  K  is  unity.  The  computational 
complexity  of  the  algorithm  is  rather  demanding,  but  it  is  quite  simple  to  implement  the 
equations  in  MATLAB  software.  Simplifications,  such  as  the  fast  RLS  algorithm  could  be 
considered  to  overcome  the  computational  complexity  of  the  RLS  algorithm  presented  here 
[Ref.  8,  10].  The  issue  of  the  fast  RLS  algorithm  for  reduced  complexity  is  not  addressed 
in  this  thesis. 

3.  Estimation  of  the  MIMO  Model  Parameters 

We  now  present  simulation  results  of  the  RLS  alg(»ithm  developed  in  the 
previous  section.  The  MIMO  model  parameters  are  estimated  using  equation  3.18.  To 
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implement  the  RLS  algorithm,  a  set  of  2000  pairs  of  input  and  ou^ut  data  are  generatnl 
from  a  Ltxan-C  transmitter  simulation  model  that  uses  a  steepest  descent  algorithm  [Ref. 3]. 

Initially,  P  is  set  to  P  =  10^  I,  where  I  is  an  identity  matrix.  The  matrix  P  and  the  MIMO 
model  are  saved  after  2000  iterations  for  later  use  in  the  pulse  8hi^>ing  control  algorithm. 
Figure  3.1  is  a  plot  of  the  mean  square  error,  MSE: 

~  (Yih-I  ■  ^*n+l)^(yn+l  *  An*n+l)» 

for  2000  iterations  of  the  algorithm.  Figure  3.2  is  a  plot  of  a  ncxm.  as  defined  as 


c  = 


II 


IJ 


1  J 


where  ag  are  the  elements  of  A  for  2000  iterations.  The  MIMO  RLS  algorithm  is  effective 
in  producing  a  model  that  converges  to  a  reasonable  MSE.  In  Figure  3. 1 ,  the  MSE  decreases 
to  a  near  steady  state  value  in  less  than  five  iterations  and  generally  remains  below  le-7 
after  that. 

In  Figure  3.2,  ^  reaches  a  minimum  at  iteration  125,  which  indicates  the  numerical 
change  of  the  elements  of  the  model  from  iteration  to  iteration.  The  model  obtained  at  the 
minimiun  ^  does  not  differ  significantly  from  the  model  taken  at  the  end  of  2000  iterations 
when  used  to  initialize  the  control  algorithm. 

The  following  points  are  noted  on  the  P  matrix.  The  matrix  is  symmetric,  positive 
semidefinite,  and  has  full  rank  for  all  iterations.  The  condition  number  of  P  is  very  large, 
on  the  order  of  le9;  ill-conditioned  data  sequences  have  correlation  matrices  with  large 
condition  numbers.  Based  on  this  empirical  observation,  the  RLS  algorithm  presented  here 
can  be  considered  robust.  An  algorithm  is  said  to  be  robust  if  it  operates  satisfactorily  with 
ill-conditioned  data  [Ref.  8:  p.  3]. 
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Figure  3.1:  Antenna  model  convergence,  MSE:  (y  -  Ax). 
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4.  Operation  of  the  RLS  in  a  Slowly  Time-varying  Environment 

When  the  RLS  algorithm  operates  in  a  time-varying  environment,  the  suggested 
value  of  X  is  usually  less  than  unity.  This  gives  the  RLS  algorithm  a  finite  memory  where 
slow  statistical  changes  in  its  environment  can  be  tracked.  However,  changing  the  value  of 
X  to  less  than  unity  modifies  the  behavior  of  die  algorithm  by  introducing  misadjustment 
noise  and  delay  in  the  formulation  of  the  least  squares  estimate.  [Ref.8:  p.  499] 

The  statistical  variations  in  the  environment  are  considered  negligible  after 
several  initial  iterations  <x  the  transient  period  during  which  the  algoridun  converges  to 
steady  state  parameters.  A  forgetting  factor  of  unity  is  used  for  the  RLS  algoridun  in  this 
thesis;  in  spite  of  the  presence  of  slow  time  variations,  X  =  1  provides  the  best  parameter 
tracking  performance.  Several  tests  were  run  with  difierent  forgetting  factors,  and  the 
following  observations  were  made;  the  finite  update  memory  for  X  <  1  increases  the 
misadjustment  noise;  for  X  <  0.98,  the  stalling  of  the  alg(»ithm  updates  was  observed;  and 
the  forgetting  factor  being  less  than  one  has  not  improved  the  convergence  speed  in  general. 

In  this  chapter,  a  MIMO  memoryless  model  of  a  Lm-an-C  transmitter  is  developed 
with  its  coefficient  matrix  estimated  using  a  recursive  least  squares  algorithm.  The  RLS 
algorithm  provides  fast  parameter  convergence,  but  it  is  computationally  eiqiensive.  The 
means  to  reduce  the  computational  complexity  is  not  addressed  here.  Even  though  the 
forgetting  factor,  X,  is  considered  an  important  quantity  when  the  algorithm  is  operating  in 
a  time-varying  environment,  best  performance  is  achieved  for  X  =  1 .  The  estimated  MIMO 
model  is  used  as  a  reference  model  in  the  MIMO  RLS  control  algorithm.  An  inverse  MIMO 
model  can  be  estimated  on  the  lines  of  the  MEMO  model  discussed  in  this  chapter; 
Appendix  C  contains  a  brief  derivation  of  the  inverse  MIMO  model. 
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IV.  OPTIMAL  TDW  ESTIMATION 


An  algorithm  to  shape  the  RF  pulse  which  uses  a  recursive  least  squares  formulatitm 
is  proposed.  The  TDW  is  updated  using  the  error  in  the  RF  pulse  parameters;  this  error  is 
used  to  correct  the  TDW  parameters  to  produce  an  RF  pulse  which  is  a  close  match  to  the 
ideal  pulse  (equaticm  2. 1).  A  reference  model  of  the  transmitter  is  required  to  formulate  die 
oxrrection.  The  proposed  control  algorithm  uses  a  MIMO  RLS  estimate  of  tlw  reference 
model  (see  Chapter  m).  A  related  algmithm,  called  the  steqiest  descent,  which  uses  an 
impulse  response  matrix  as  the  transmitter  reference  model,  is  also  briefly  discussed. 

A.  MIMO  RLS  ALGORITHM  FOR  UPDATING  TDW 

A  MIMO  least  squares  algoithm  is  used  to  formulate  the  optimal  TDW  parameter 
vect(»r,  Xq,t,  to  produce  the  desired  RF  pulse  parameter  vectm-,  y^p^.  Obtaining  the  optimal 
TDW  is  an  adaptive  process  because  the  transmitter’s  characteristics  vary  as  the  energy  of 
the  TDW  parameters  in  vector  x  changes.  The  transmitter  reference  model  A  is  continually 
updated  as  a  MEMO  RLS  estimate  to  track  the  changes  in  the  transmitter.  Figure  4. 1  shows 
a  block  diagram  of  the  pr<q>osed  scheme  to  control  the  RF  by  continuously  updating  the 
TDW.  The  “control”  block  generates  a  correction  Ax  at  each  update  with  reference  model 
parameters,  RF  errcx  and  the  previous  TDW  vector  as  inputs. 


21 


1.  Tbe  Least  Squares  Formulation 

The  error  vector,  time  index  i,  in  the  feedback  path  of  fee  c<»troUtf(Rgure  4.1) 
is  ex{»e8sed  as 

ei«yopt-yi. 

where  is  a  vector  of  fee  ideal  RF  pulse  parameters;  vector  =  Ajx.  where  matrix  Aj  is 
the  adaptive  MIMO  model,  and  x  is  a  vector  of  TDW  parameters.  In  order  to  develop  a  least 
squares  fcrmulaticm,  x  is  considered  to  be  in(^)endent  of  tltt  time  index  i.  The  wei^ted 
sum  of  squared  errors  is  eiqjressed  as 

n 

J=  £X“-‘(eTvej),  (4.1) 

i-1 

where  X  is  called  fee  forgetting  factor,  and  V  is  a  diagonal  weighting  matrix  used  to  weigh 
the  elements  of  q.  Expanding  fee  eiror,  e^,  in  equation  4.1  yields 

J=  £^“-‘((y„p,-Ai*)'^V(y^p,-Ai.))  .  (4.2) 

i-  1 

<H- 


n 


J  = 


=  E 


(yJptVyopr^^ATvyp^,-  yT  .VA.X 


i-l 


^opt  'opt  1 


-x^aTvAjX  )  . 


(4.3) 


Setting  fee  partial  derivative  of  J  with  respect  to  x  in  equation  4.3  equal  to  zero 

^  =  £  X"-*  (-2ATvy^,  +  2AVAiX)  =  0,  (4.4) 

i-l 

minimizes  the  cost  function  J  with  respect  to  x.  Rearranging  fee  terms  in  equation  4.4  yields 
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n  n 

£  >,“-‘(A>y^,)  -  £X''-‘(AVAi)..  (4j) 

i-1  i-1 

Defining  the  «utoconrelati(Mi  matrix  as 

n 

<J‘n*  £X“-‘(A’'iVA.).  (4.6) 

i-1 

and  the  cross-correlatitHi  vector  as 

T„=  (4.7) 

i-1 

and  substituting  equations  4.6  and  4.7  into  equation  4.5  produces  a  simplified  matrix  form 

^  =  Tn-  (^-8) 

From  equation  4.8,  the  optimal  TDW  is  in  the  f(xm  of  a  least  squares  solution 

x=<l>n‘v  (4») 

2.  The  Recursive  Least  Squares  Algorithm 

This  derivation  is  somewhat  diffo’ent  from  the  RLS  algtxithm  developed  in 
Chapter  m.  Section  B.2.  Fch*  the  recursive  least  squares  update  of  x  at  time  index  n+1.  let 

P~^  =  <l>a,  and  let  X  be  a  function  of  the  discrete  time  index  n.  Equation  4.8  is  now  expressed 
as 

p;‘x.=r„.  (4.10) 

At  time  index  n+1.  equation  4. 10  can  be  written  as 

+ 1  *n+l  “  7n  ^  Yopt*  (4.11) 

and  substituting  equation  4. 10  in  equation  4. 1 1  for  Yb  gives 

^n+ 1  *n+l“  ^B  *n  ^  Yopt-  (4.12) 

When  adding  (An+j^V  Aq+iXq  -  VAq+i  Xq)  on  the  right  side  of  equation  4.12  and 
realizing  that 
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*0"*’ ^o+l  *n  *  ^+1  *n*  (^-13) 

and 

An+i"^  V  yqn  -  ^  V  (yopt  -  Aq^. j  Xq),  (4. 14) 


equaticm  4. 12  beccnnes 

Pn+ 1  *n+l  “  ^n+ 1  *n  ^o+l*^  ^  (yopt '  x^),  (4.15) 

where  (yopt  -  Aa+i  Xq)  =  c«,i/ii.  Multiplying  both  sides  of  equation  4.15  by  P^fi,  and 
substituting  (yopt  -  Aq^i  Xq)  s  en^iy^.  yields  the  final  recursive  equation 

*0+1  *  *0  ■*■  ^0+1  Aft+1^^  *n+lM-  (^-16) 

For  the  recursive  update  of  Pq,  we  write  equation  4.6  at  time  index  n+1  as 

P;ll  =  «>..l  =^‘>.  +  a\,,VA„,  .  (4.17) 

Substituting  P~^  =  Oq,  into  equation  4.17  gives 

(4.18) 

and  inverting  both  sides  of  equation  4.18  yields 

p»l  =  O^p;'  +  A^«.i  V  A„|)  >.  (4.19) 

Apply  the  matrix  inversion  lemma 

(A  +  BCD)*1  =  A'l  -  A'1b(c1  +  DA*1b)-1dA-1  (4.20) 


to  equation  4.19  by  comparing  the  right  side  of  equation  4.19  to  the  left  side  of  equation 
4.20,  where 

A=xp;‘, 

b=aVi. 

c=v, 

D  *  Ao+i, 

the  update  equation  for  Pq^]  becomes  the  light  side  of  equation  4.20 
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1 

X 


P«aT 


n+1 


+  A  — P 


.-1 


An+l  T  P] 


When  the  MIMO  RLS  control  algoridun  is  implemented,  the  elements  of  the  inverse 
ccMTelation  matrix,  Pq,  become  very  small  values  in  approximately  ISO  iterations.  This  is 
typically  referred  to  as  the  stalling  phenomenon  [Ref.  8;  p.  701].  When  this  occurs,  the 
algmithm  sU^s  updating  the  TDW  parameters,  and  it  no  longer  seeks  a  lower  MSE.  A 
remedy  to  keep  the  MIMO  RLS  control  algorithm  converging  to  a  lower  MSE  is  to  reset 
Pn  every  50  iterations  or  so. 


B.  STEEPEST  DESCENT  CONTROL  ALGORITHM 

A  linear  feedback  control  scheme  using  a  steepest  descent  algorithm  is  discussed  in 
this  section.  This  approach  seeks  the  optimal  TDW  parameters  by  minimizing  the  quadratic 

error  surface  of  e^yWe  y,  where  W  is  a  weight  matrix  and  e  y  =  (yopt*  y)  [Pef-  3, 4]. 

The  transmitter  ouq)ut  is 

y  =  Hx, 

where  the  transmitter  is  modeled  as  impulse  response  matrix  H,  vector  x  is  the  TDW  half¬ 
cycle  peak  parameters,  and  vector  y  is  the  RF  half-cycle  peak  parameters.  The  simplest 
form  of  the  steepest  descent  control  algorithm  has  x  and  y  parameter  with  16  half-cycle 
peak  amplitudes.  H  is  formed  by  the  half-cycle  peak  amplitudes  of  the  impulse  response  of 
the  transmitter;  H  is  a  16  x  16  matrix.[Ref.  3:  p.  82] 

We  assume  that  the  system  matrix  H  is  an  accurate  model,  and  the  optimal  TDW  half¬ 
cycle  peak  amplitudes  in  vector  x^p^,  the  ideal  pulse  peaks  are  given  as 

yopt  “  ^ 

The  vector  of  errors  in  the  TDW  half-cycle  peak  amplitudes  is 

®x  ”  ■  *• 
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Let  the  conection  to  tl»  IDW  parameter  vector  x  be  expressed  as  Ax;  which  updates  x  at 
each  iteraticm  in  the  direction  of  8teq)est  descent  on  the  quadratic  error  surface.  We  express 
Ax  as 

Ax  =  (-t)A  (elw«l.  (4.21) 

2  ©xLy  » 

where  A  is  die  gradient  with  respect  to  e.  and  p.  is  a  small  positive  constant.  Equation 
®x 

4.21  is  rewritten  in  terms  of  e. 

Ax  =  (-5 )  V  •  (4.22) 

Taking  the  partial  derivative  of  Ax  with  respect  to  e^^.  equation  4.22  becomes 

Ax  =  (-n)H'^WHej^.  (4.23) 

Substituting  ey  -  He^  in  equation  4.23,  the  ctxrection  term 

Ax  =  (-H)H'^Wey, 

where  the  adaptation  constant  |X  is  bounded  as  [Ref.  3, 4] 

2 

[t  <  largest  dgeavalue  of  r  -i  • 

[H^WH 

The  final  form  of  the  steepest  descent  control  algorithm  is 

Xn+l  =  Xn+ (-li)H^Wey. 

The  MIMO  RLS  control  algorithm  and  steepest  descent  control  algorithm  are 
implemented  in  a  simulated  control  system  with  a  simulated  transmitter  which  allows 
testing,  analysis,  and  comparison  of  the  control  algorithms  in  Chapter  V.  With  a  system 
matrix,  the  RF  errOT  and  the  past  TDW  parameter  vector,  both  control  algcxithms  are  able 
to  produce  a  cmrection  to  update  the  TDW  parameters.  As  the  RF  pulse  parameters 
^fiproadi  the  ideal  values,  the  TDW  parametm  converge  to  c^timal  values. 
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V.  RESULTS  AND  COMPARISONS  OF  TDW  CONTROL 

ALGORITHMS 


A.  INTRODUCTION 

The  results  of  the  MIMO  RLS  control  algorithm  are  presented  in  this  cluster. 
Comparisons  are  made  between  the  MIMO  RLS  and  steqxst  descent  crmtrol  algorithms. 
The  RLS  control  algorithm  is  compared  against  the  steq)est  descent  ccmtrol  algorithm 
under  ideal  conditions  of  machine  precision,  as  well  as  under  low  noise  crmditimis  with 
eight  bits  of  resolution  for  data  acquisition;  the  digital  storage  oscilloscq>e  used  to  sample 
the  RF  pulse  has  an  eight-bit  resolution.  The  signal  to  noise  ratio  (SNR)  used  in  each  trial 
for  both  the  TDW  and  RF  pulse  is  provided  in  each  case: 

Ps 

SNR  =  101ogio^. 

n 

where  is  the  peak  signal  power  and  Pq  is  the  average  noise  power.  [Ref.  3;  p.  40] 

The  reference  model  for  each  control  algorithm  is  derived  differently,  resulting  in  a 
major  difference  in  their  control  techniques.  An  adaptive  MIMO  RLS  model  is  used  in  the 
MEMO  RLS  control  algorithm.  The  steepest  descent  control  algorithm  uses  an  impulse 
response  matrix  for  its  reference  model  [Ref.  3:  p  81]. 

The  results  will  consist  of  examining  the  root  mean  of  squared  RF  peak  errors  1-8 
(ensemble  error),  the  maximum  RF  peak  error  in  half-cycles  1-8  and  9-13  (individual 
errors),  the  mean  square  error  (MSE)  of  the  RF  pulse  peaks  1-16,  and  the  zero-crossing 
location  error  in  excess  of  the  allowable  tolerance.  The  simulated  digital  sampling 
oscilloscope  operates  at  its  highest  sampling  frequency  of  lOMHz  which  improves  the 
accuracy  in  sampling  the  peaks  and  the  zero-crossings. 

For  testing  purposes,  only  the  first  pulse  of  the  PQ  is  controlled  for  400  iterations 
starting  on  the  dummy  load  and  then  switched  to  the  antenna  after  the  errors  in  the  pulse 
peaks  meet  a  tolerance  threshold.  The  initial  TDW  peak  values  for  the  first  it^ation  of 
control  can  be  arbitrary;  however,  constant  values  of  ±1.70  volts  were  chosen. 
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B.  PEAK  SAMPLING 


In  presenting  the  results,  we  consider  two  cases  here.  In  the  first,  the  TDW  and  RF 
waveform  parameter  vectors  are  of  size  16x1  each;  these  are  the  first  16  peak  amplitude 
values  of  the  respective  waveforms.  In  the  second  case  (discussed  in  section  C),  the  RF 
parameter  vector  contains  both  peak  amplitudes  and  zero-crossing  values  making  its  size 
32x1  while  the  TDW  parameter  vecttM*  remains  unchanged.  Simulation  results  are  also 
presented  for  noiseless  and  noisy  environments. 

1.  Results  of  RLS  Control  under  Ideal  Conditions 

Under  ideal  (noise  free)  conditions,  the  TDW  and  RF  pulse  are  sampled  to  the 
computer’s  machine  precision,  and  the  signals  are  free  of  any  system  noise  usually  present 
in  the  actual  transmitter.  There  are  no  deliberate  variations  in  the  simulated  transmitter’s 
poles  and  zeros;  changing  pole-zero  locations  of  the  model  simulate  time  variations  in  the 
transmitter.  The  simulated  transmitter’s  characteristics  can  be  changed  by  varying  the 
TDW’s  energy  and  the  power  supply  voltage  [Ref.  2,  3].  The  pole-zero  locations  stated 
above,  fluctuate  with  variations  in  the  TDW’s  energy  and  the  transmitter’s  power  supply 
droops  within  the  GRI  as  RF  pulses  are  transmitted  every  10(X)p$. 

The  TDW  parameters  are  updated,  so  the  RF  pulse  half-cycle  peak  amplitudes 
converge  on  the  dummy  load,  until  the  three  measures  of  RF  pulse  peak  errors  are  below  a 
tolerance  threshold.  The  tolerance  threshold  for  each  of  these  errors  is  different  than  those 
described  in  Chapter  II  for  the  error  specifications;  the  tolerance  threshold  is  chosen 
arbitrarily  so  the  RF  pulse  peaks  are  in  tolerance  within  an  iteration  or  two  during  the  swap 
from  the  dummy  load  to  the  antenna.  The  transmitter  swap  from  dummy  load  to  antenna 
can  be  observed  in  Figures  5. 1-5.4,  where  the  symbol  a  appears  on  the  graph. 

The  various  terms  used  in  Figures  5.1-5.4  are  explained  in  the  following.  In 
Figures  5.1  -  5.4:  The  “F  Factor”  is  the  forgetting  factor  used  in  the  RLS  control  algorithm 
when  shaping  the  RF  pulse  first  on  the  dummy  load  and  then  on  the  antenna.  The  term 
“Drift”  is  explained  in  the  next  section;  it  is  not  used  in  these  simulations.  The  expression 
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‘‘tau”  refers  to  the  BCD,  which  is  set  to  zero  for  all  simulation  trials  in  this  diesis.  Tlie 
“noise”  is  the  variance  of  the  additive  noise.  The  expression  “bits”  indicates  the  number  of 
bits  used  to  sample  the  signals;  a  zero  indicates  machine  precision. 

Figures  5.1  and  5.2  illustrate  the  performance  of  the  RLS  control  algorithm.  In 
Figure  5.1,  the  convergence  of  three  measures  of  RF  pulse  peak  amplitude  error  (ensemble 
error,  maximum  of  individual  errors  1-8,  and  maximum  of  individual  errors  9-13)  are 
shown.  Figure  5.2  illustrates  the  mean  square  error  converging  toward  its  minimum  value 
on  the  error  performance  surface.  Figures  5.3  and  5.4  illustrate  the  same  error  convergence 
for  the  steepest  descent  control  algorithm.  The  RF  pulse  peak  errors  meet  the  specification 
tolerances  for  all  iterations  when  using  a  signal  to  noise  ratio  (SNR)  between  81dB  and 
89dB  for  the  TDW  and  95dB  and  97dB  for  the  RF  pulse. 

In  Figure  5.1,  the  RLS  control  algorithm  reduces  the  RF  peak  errors  below  the 
threshold  in  less  than  five  iterations  at  which  time  the  load  is  swapped.  This  is  a  vast 
improvement  over  the  steepest  descent’s  convergence  on  the  dummy  load  in  Figure  5.3. 
The  steepest  descent  controller  required  over  50  iterations  to  reach  the  threshold  (|l  =  0.8 
of  p,max,  where  pmax  is  a  predetermined  value  of  0.083). 

After  400  iterations  of  pulse  shape  control,  the  final  converged  peak  errors  for  the 
RLS  and  steepest  descent  control  algorithms  are  recorded  in  Table  5.1.  The  MSE  of  the 
peak  values  (1-16),  the  ensemble  error,  the  maximum  error  of  peaks  1-8,  and  the  maximum 
error  of  peaks  (9-13)  are  an  order  of  magnitude  lower  or  less  using  the  RLS  controller. 

The  zero-crossing  times  are  calculated  with  reference  to  the  standard  zero¬ 
crossing  (SZC).  The  time  difference  fi’om  the  maximum  allowable  tolerance  is  indicated  in 
Table  5.2  for  both  the  RLS  the  steepest  descent  algorithms.  The  zero-crossings  are  not  in 
tolerance  for  either  one  of  them. 

Both  control  algorithms  are  able  to  shape  the  Loran-C  pulse.  The  RF  pulse  peaks 
converge  to  a  close  approximation  of  the  ideal  RF  pulse  peak  values.  This  is  shown  in  Table 
5.3.a  for  the  RLS  control  algorithm  and  Table  5.3.b  for  the  steepest  descent  control 
algorithm.  In  these  tables,  the  actual  and  the  ideal  RF  pulse  parameters  are  normalized.  The 
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term  ‘‘awage”  is  ttie  time  average  of  the  RF  pulse  parameters  over  each  ito-atimi  of 
control.  The  tmn  “ideal”  refers  to  the  first  16  half-cycle  peak  amplitudes  of  the  normalized 
ideal  pulse.  The  term  “difT  is  the  difference  between  the  column  values  specified.  This 
gives  the  eirw  in  the  RF  peak  values. 


Convsrganc*  of  Ensemble  Enror,  Mex  enm  1-8.  Max  erm  9-13 


:AN/FPlst-44A  iO  MHz  Antenna:  Pulse  1 
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Pinal  Errors: 
6nsE^>: 


:o.000281i:  P  Pactor.l  A  1 


Max  9-13  (-.):  0.00039S2  Omt:  0/1 


bits-o 


1  so  200  250 

Iterations,  t 


Figure  5.1;  Convergence  of  peak  amplitude  tolerances  of  Loran-C  error  using  the  RLS 
control  algorithm  (machine  precision,  no  noise)  with  ‘44A’  transmitter. 
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Figure  5.2:  Convergence  of  MSE  of  RF  peak  amplitudes  1-16  using  the  RLS  control 
algorithm  (machine  precision,  no  noise)  with  ‘44A’  transmitter. 


Figure  5.3:  Convergence  of  peak  amplitude  tolerances  of  Loran-C  error  using  the  steepest 
descent  control  algorithm  (machine  precision,  no  noise)  with  ’44A’  transmitter. 
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Itarations,  t 

Figure  5.4;  Convergence  of  MSE  of  RF  peak  amplitudes  1-16  using  the  steqpest  descent 
control  algorithm  (machine  precision,  no  noise)  with  ‘44A’  transmitter. 


TABLE  5.1:  RF  Pulae  Peak  Ibleniaces  After  400  Iteratioos  (Machine  Precision,  No  Noise) 


Ck>ntrol  Alg. 

MSE  out 

Enserr 

MaxEl-8 

Max£9-13 

RLS 

3.0e-0 

2.8e-4 

5.3e-4 

4.0e-4 

Steepest  Descent. 

4.0e-4 

4.6e-3 

8.2e-3 

7.6e-3 

TABLE  52:  Zero-crossing  Errors  (ns)  After  400  Iterations  (Machine  Precisioa,  No  Noise) 


Cont  Alg. 

2 

3 

4 

5 

6 

a 

9 

10 

11 

12 

RLS 

O 

-70.4 

-21.8 

a 

D 

0 

St  Desc. 

o 

-118.0 

-9.2 

0 

D 

O 

D 

D 

O 

0 
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TABLE  SJ^:  Nomialiad  RF  Peak  Valuea  ObUuaed  wkh  RLS  Coatrol  Alcorithm  (Machm  Preciaioa,  No  Noiae) 


peak 

Ideal 

1^^0591 

After  400  iter 

IMf(3-2) 

[hff(4-2) 

1 

0.0157 

0.0168 

0.0157 

0.0011 

0.0001 

2 

-0.0833 

-0.0819 

-0.0835 

0.0015 

-0.0002 

3 

0.1901 

0.1905 

0.1898 

0.0004 

•0.0004 

4 

-0.3158 

-0.3170 

-0.3163 

-0.0012 

-0.0005 

5 

0.4454 

0.4450 

0.4453 

-0.0004 

-0.0002 

6 

-0.5696 

-0.5702 

-05697 

-0.0007 

-0.0001 

7 

0.6813 

0.6823 

0.6817 

0.0010 

0.0004 

8 

-0.7771 

-0.7771 

-0.7771 

-0.0000 

0.0001 

9 

0.8556 

0.8568 

0.8559 

0.0012 

0.0003 

10 

-0.9164 

-0.9169 

-0.9166 

-0.0006 

-0.0002 

11 

0.9598 

0.9608 

0.9599 

0.0009 

0.0001 

12 

-0.9872 

-0.9884 

-0.9876 

-0.0013 

-0.0004 

13 

1.0000 

1.0000 

0.0000 

0.0000 

14 

-1.0001 

-1.0014 

-1.0003 

-0.0013 

•0.0003 

15 

0.9892 

0.9897 

0.9894 

0.0005 

0.0002 

16 

-0.9692 

HBSESSHli 

-0.9694 

-0.0010 

-0.0002 

TABLE  5  J.b:  Nonnalized  RF  Peak  Values  Obtiuned  with  Steepest  Descent  Cootnd  Alsorithm  (Machine 

Precision,  No  Noise) 


Peak 

Ideal 

After  400  iter 

DifF(3-2) 

Di£f(4-2) 

1 

0.0157 

0.0202 

0,0202 

0.0046 

0.0046 

2 

-0.0833 

-0.0747 

■0.0751 

0.0086 

0.0082 

3 

0.1901 

01867 

0,1873 

-0.0034 

-0.0028 

4 

-0.3158 

-0.3190 

■0,3191 

■0.0032 

■0.0033 

5 

0.4454 

0.4453 

0.4453 

-0.0001 

-0.0001 

6 

-0.5696 

-0.5637 

-0.5639 

0.0059 

0.0057 

7 

0.6813 

0.6762 

0.6763 

-0.0052 

-0.0051 

8 

-0.7771 

-0.7759 

-0.7758 

0.0013 

0.0013 

9 

0.8556 

0.8542 

0.8547 

-0.0015 

-0.0010 

10 

■0.9164 

-0.9102 

•0.9112 

0.0062 

0.0052 

11 

0.9598 

0.9519 

0.9522 

-0,0079 

-0.0076 

12 

-0.9872 

-0.9836 

-0.9829 

0.0035 

0.0042 

13 

1.0000 

1.0000 

1.0000 

0.0000 

0.0000 

14 

-1.0001 

-0.9941 

-0.9959 

0.0060 

0.0042 

15 

0.9892 

0.9761 

0.9778 

-0.0131 

-0.0114 

16 

-0  9692 

-0.9716 

-0.9698 

-0.0024 
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2.  Performance  of  the  Control  Algorithm  under  Non-ideal  Conditions 

The  tracking  perfcainance  of  the  control  algorithms  are  tested  by  introducing  a 
noise  burst  into  the  TDW  parameters  once  the  peak  amplitudes  of  the  RF  pulse  have 
converged  for  200  iterations.  White  gaussian  noise  is  added  to  the  TDW  parameters  from 
iteration  200  to  210.  The  RF  pulse  is  driven  out  of  tolerance  and  then  allowed  to 
reconverge.  Observing  the  RLS  alg<»ithm*s  tracking  perf(»mance  in  Figures  5.5  and  5.6 
after  iteration  210,  less  than  25  control  iterations  were  needed  to  bring  the  RF  pulse’s  peak 
amplitudes  back  in  tolerance.  The  RLS  control  algorithm  required  a  noise  variance  of  0.04 
to  drive  the  RF  peak  amplitudes  out  of  tolerance.  The  steepest  descent  algorithm  used  a 
noise  with  variance  of  0.01  (one  fourth  of  the  noise  variance  used  in  the  RLS)  to  drive  the 
RF  peaks  out  of  tolerance.  The  RF  pulse  peaks  do  not  reconverge  in  tolerance  until  after 
iteration  400,  as  observed  in  Figures  5.7  and  5.8.  Using  a  noise  burst  with  a  variance  of  0.04 
in  the  steepest  descent  control  drives  the  algorithm  unstable,  and  it  never  regains  control. 


Figure  5.5:  Peak  amplitude  tolerances  using  the  RLS  control  algorithm  (machine  precision, 
no  noise);  tracking  performance  with  noise  burst  (variance  0.04)  during  iterations  200-210. 
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Figure  5.6:  MSB  of  RF  peaks  1-16  using  the  RLS  control  algorithm  (machine  precision,  no 
noise);  tracking  performance  with  noise  burst  (variance  0.04)  during  iterations  200-210. 


Figure  5.7:  Peak  amplitude  tolerances  using  the  steq>est  descent  control  algorithm 
(machine  precision,  no  noise);  tracking  peifmmance  with  noise  burst  (variance  0.01) 

during  iterations  200-210. 
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Cony^tamnam  of  OtMotM  MSE 


HonHiorw.  t 

Figure  5.8:  MSE  of  RF  peaks  1-16  using  the  stee^t  descent  control  algorithm  (machine 
precision,  no  noise):  tracking  performance  with  noise  burst  (variance  0.01)  during 

iterations  200-210. 

3.  Finite  Bit  Resolution,  Additive  Noise,  and  Parameter  Drift 

The  control  algcnithms  are  implemented  in  machine  precision:  however,  the  RF 
pulse  and  TDW  are  digitized  at  eight-bit  resolution.  The  SNR  of  the  TDW  and  RF  pulse  are 
lowered  by  adding  white  gaussian  white  noise  to  the  signals:  the  white  noise  has  a  variance 

of  1.166  X  10*^.  The  SNR  of  the  TDW  and  RF  pulse  for  these  simulation  results  are  64dB 
and  73dB. 

The  tracking  performance  of  the  control  algorithms  are  tested  while  time 
variations  occur  in  the  simulated  transmitter.  The  time  variations  introduced  are  “drift”  of 
the  transmitter  and  transmitter  “switches.”  The  poles  and  zeros  that  make  up  the 
transmitter’s  IIR  model  are  allowed  to  change  slightly  or  “drift”  to  a  new  location  within 
the  predetermined  bounds  in  wder  to  simulate  the  transmitter’s  time  varying  characteristics 
over  days  and  weeks.  These  new  poles  and  zeros  coirespond  to  “switching”  to  a  new 
transmitter  when  the  change  is  abrupt.  The  amount  of  variation  occurring  to  the  poles  and 
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zeros  with  drift  end  trsnsmitter  switching  is  shown  in  Figure  S.9  for  the  RLS  control 
slgorithm  end  Hgure  S.IO  for  the  8teq)est  descent  control  algorithm. 

In  Figures  S.  11-5. 18,  drift  occurs  every  fourth  iteration  (see  Figures  5.9  and 
5.10),  which  is  displayed  as  “Drift  4/1”  in  diese  graphs.  The  movement  of  poles  and  zeros 
for  400  iterations  corresptmds  to  a  25  hour  period  of  slow  transmitter  time  variatitms  [Ref. 
3:  p.  86].  Transmitter  switches  occur  at  iteration  150  and  300,  as  indicated  by  the  symbol 
X.  It  was  observed  that  the  percentage  of  pulse  peaks  in  tolerance  for  both  control 
algorithms  is  very  similar  under  these  conditions. 

The  amount  of  fluctuatimi  in  the  simulated  transmitter  due  to  drift  and  switching 
is  random;  therefore,  direct  comparison  between  pulse  peak  errors  using  different  control 
algorithms  is  not  beneficial.  However,  overall  observations  of  how  the  algcxithms  respond 
to  time  variations  can  be  made.  Both  algorithms  are  able  to  compensate  for  slow  time 
variations  in  the  simulated  transmitter. 

Figures  5.11-16  show  the  convergence  performance  of  the  RLS  and  steepest 
descent  algorithms  under  non-ideal  conditions.  For  both  the  RLS  and  steepest  descent 
algorithms,  as  seen  in  Figures  5.1 1  and  5.14,  the  ensemble  error  occasionally  exceeds  the 
tolerance  level  while  the  individual  peak  errors  (see  Figures  5.12,  5.13,  5.15,  and  5.16) 
remain  in  tolerance. 

Figures  5.17  and  5.18  show  the  MSE  convergence  performance  of  the  two 
algorithms  when  slow  time  variations  are  introduced  in  the  simulated  transmitter  every 

fourth  iteration.  Both  algorithms  converge  to  a  similar  MSE  of  ^proximately  1x10'^  from 
iteration  75  to  150.  At  iteration  150,  a  transmitter  switch  is  simulated.  It  is  arbitrary  whether 
the  MSE  will  rise  or  lower.  If  the  transmitter  switch  decreases  the  error  between  the 
simulated  transmitter  and  the  given  reference  model,  die  MSE  decreases.  If  the  switch 
provides  a  worse  estimate  of  the  reference  model,  the  MSE  rises.  The  RLS  and  ste^st 
descent  algorithms  have  difficulty  converging  to  a  lower  MSE  once  a  switch  is  made.  The 
quantization  noise  and  additive  white  noise  degrade  the  tracking  perfOTmance  of  the 
algorithms  [Ref.  9;  p.  67-81].  The  RLS  control  algorithm,  as  with  the  steepest  descent 
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control  algorithm,  is  sensitive  to  noise  and  large  shifts  in  the  poles  and  zeros  of  the 
transmitter  model. 

The  OTor  in  the  zero-crossing  times  f<x  these  trails  are  provided  in  Table  5.4  for 
both  control  algorithms.  The  secoikl  and  third  zero-crossing  that  were  out  of  tolerance  in 
the  ideal  environment  are  also  out  of  tolerance  in  this  environment,  but  to  a  greater  extent. 

After  400  iterations,  errors  in  the  RF  pulse  peaks  for  both  control  algorithms  are 
provided  in  Table  5.5  and  Tables  5.6.a  and  5.6.b.  Table  5.5  lists  the  MSB,  ensemble  eirm*, 
and  maximum  individual  peak  errcx’  in  half-cycles  1-8  and  9- 13  with  eight  bit  sampling  and 
a  noise  of  variance  1 .2e-4.  These  errors  were  all  within  tolerance  specifications.  Table  5.6.a 
for  the  RLS  algmithm,  and  Table  5.6.b  for  the  steepest  descent  algmithm  list  individual  RF 
pulse  peaks  taken  after  iteration  400. 


Drift  Param«t«rs  (including  possiMe  step  changes) 


ISO  200  250 

Iterations,  t 


300 


350 


400 


Figure  5.9:  Drifting  of  the  pole  and  zero  magnitudes  including  step  changes  for  the  RLS 
control  algorithm  (8  bits,  noise  variance  of  1.2e-4).  Transmitter  switches  at  iteration  150  & 

300  and  drift  occurs  every  4  iterations. 
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Figure  5.10:  Drifting  of  the  pole  and  zero  magnitudes  including  step  changes  fm*  the 
steepest  descent  control  algorithm  (8  bits,  noise  variance  of  1.2e-4).  Transmitter  switches 
at  iteration  150  &  300  and  drift  occurs  every  4  iterations. 


Figure  5.1 1:  Ensemble  error  using  the  RLS  control  algorithm  ( 8  bits,  noise  variance  of 
1.2e-4).  Transmitter  switches  at  iteration  150  &  300  and  drift  occurs  every  4  iterations. 
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Figure  S.12:  Maximum  error  of  pea^  1-8  using  die  RLS  control  algtxithm  (8  bits,  noise 
variance  of  1.2e-4).  Transmitter  switches  at  iteration  ISO  &  300  and  drift  occurs  every  4 

iterations. 
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Conv«rg«nc«  of  Maximum  of  Errors  9-13 
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Figiue  5.13:  Maximum  error  of  pealu  9-13  using  the  RLS  control  algorithm  (8  bits,  noise 
variance  of  1.2e-4).  Transmitter  switches  at  itotition  150  &  300  and  drift  occurs  every  4 

iterations. 
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Figure  S.14:  Ensemble  errcM'  using  the  steepest  descent  control  algorithm  (8  bits,  noise 
variance  of  1.2e-4).  Transmitter  switches  at  iteration  ISO  &  300  and  drift  occurs  every  4 

iterations. 


Figure  5.15:  Maximum  error  of  peaks  1-8  using  the  steepest  descent  control  algorithm  (8 
bits,  noise  variance  of  1.2e-4).  Transmitter  switches  at  iteration  150  &  300  and  £ift  occurs 

every  4  iterations. 
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Conv«rg«nc«  of  Maximum  of  Errors  9-13 
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Figure  5. 16:  Maximum  error  of  peaks  9-13  using  the  steepest  descent  control  algtxithm  (8 
bits,  noise  variance  of  1 .2e-4).  Transmitter  switches  at  iteration  ISO  &  300  and  drift  occurs 

every  4  iterations. 


Iterations,  t 

Figure  5.17;  MSE  of  peaks  1-16  using  the  RLS  control  algorithm  (8  bits,  noise  variance  of 
1.2e-4).  Transmitter  switches  at  iteration  150  &  300  and  drift  occurs  every  4  iterations. 
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Figure  5. 18:  MSE  of  peaks  1-16  using  the  steepest  descent  control  algorithm  (8  bits,  noise 
variance  of  1.2e-4).  Transmitter  switches  at  iteration  ISO  &  300  and  drift  occurs  every  4 

iterations. 


TABLE  5.4:  Zero-crossinss  Errors  (os)  Afta*  400  Iterations  (8  Bits,  Noise  Variance  of  12e-4) 


Cont  Alg. 

2 

3 

D 

.S4 

6 

n 

8 

9 

10 

11 

12 

RLS 

D 

-306.8 

48.8 

D 

0 

0 

0 

D 

0 

D 

0 

StDes 

0 

-110.5 

49.9 

0 

0 

D 

D 

0 

D 

a 

O 

0 

TABLE  5.5:  RF  Pulse  Peak  Tolerances  After  400  Iterations  (8  Bits,  Noise  Variance  of  12e-4) 


Control  Alg. 

MSE  out 

Enserr 

MaxE  1-8 

MaxE  9-13 

RLS 

0.0004 

0.0044 

0.0077 

0.0040 

Steq>est  Descent 

0.0004 

0.0052 

0.0100 

0.0043 
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TABLE  S.6ji:  Normalized  RF  Peak  Values  with  RLS  Coatrol  Algorithm  (8  Bits,  Noise  Variance  of  l,2e^) 


Peak 

Ideal 

Average 

Last  iter 

Diff(3-2) 

Diff(4-2) 

1 

0.0157 

0.0240 

0.0252 

0.0083 

0.0096 

2 

-0.0833 

-0.0809 

-0.0840 

0.0025 

-0.0007 

3 

0.1901 

0.1952 

0.2017 

0.0050 

0.0116 

4 

-0.3158 

-0.3212 

-0.3277 

-0.0054 

-0.0119 

5 

0.4454 

0.4458 

0.4454 

0.0004 

-0.0001 

6 

-0.5696 

-0.5700 

-0.5714 

-0.0004 

•0.0018 

7 

0.6813 

0.6840 

0.6891 

0.0027 

0.0077 

8 

•0.7771 

-0.7776 

-0.7815 

-0.0005 

-0.0044 

9 

0.8556 

0.8554 

0.8571 

-0.0003 

0.0015 

10 

-0.9164 

-0.9184 

•0.9160 

-0.0021 

0.0004 

11 

0.9598 

0.9607 

0.9580 

0.0009 

-0.0018 

12 

-0.9872 

-0.9852 

-0.9832 

0.0019 

0.0040 

13 

1.0000 

1.0000 

1.0000 

0 

0 

14 

-1.0001 

-1.0019 

IIIIIBSS9H 

-0.0018 

0.0001 

15 

0.9892 

0.9875 

0.9832 

-0.0017 

-0.0060 

16 

-0.9692 

-0.9705 

■0.9748 

-0.0014 

-0.0056 

TABLE  5.d.b:  Normalized  RF  Peak  Values  with  Steepest  Descent  Control  Alg.  (8  Bits,  Noise  Variance  of  lJ!e-4) 


Peak 

Ideal 

Average 

After  400  iter 

Diff(3-2) 

Diff(4-2) 

1 

0.0157 

0.0135 

0.0169 

-0.0021 

0.0013 

2 

-0.0833 

-0.0699 

-0.0763 

0.0134 

0.0071 

3 

0.1901 

0.1870 

0.1864 

•0.0031 

-0.0037 

4 

-0.3158 

-0.3205 

-0.3136 

-0.0047 

0.0022 

5 

0.4454 

0.4464 

0.4492 

0.0010 

0.0037 

6 

-0.5696 

-0.5628 

-0.5678 

0.0068 

0.0018 

7 

0.6813 

0.6752 

0.6780 

-0.0061 

-0.0034 

8 

-0.7771 

-0.7761 

-0.7712 

0.0011 

0.0059 

9 

0.8556 

0.8548 

0.8475 

-0.0008 

-0.0082 

10 

-0.9164 

-0.9104 

-0.9068 

0.0059 

0.0096 

11 

0.9598 

0.9517 

0.9492 

-0.0082 

•0.0107 

12 

-0.9872 

-0.9832 

-0.9746 

0.0040 

0.0126 

13 

1.0000 

1.0000 

1.0000 

0 

0 

14 

-1.0001 

-0.9950 

-0.9831 

0.0051 

0.0170 

15 

0.9892 

0.9763 

0.9746 

-0.0129 

-0.0146 

16 

-0.9692 

-0.9706 

-0.9576 

0.0115 
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Additional  results  on  the  MIMO  RLS  control  algorithm  are  included  in  A{^)endix 
A.  In  obtaining  these  results,  the  RLS  algtxithm  is  tested  with  the  TDW  and  RF  sampled 

with  eight  bit  resolution  and  additive  white  noise  of  variance  9x10*^.  This  is  the  same 
operating  environment  that  is  used  to  test  die  steepest  descent  control  algorithm  in  Ref.  3: 
p.  121;  the  results  obtained  in  ^pendix  A  can  be  directly  compared  to  those  in  Ref.  3. 

In  Appendix  B,  the  MIMO  RLS  control  algorithm  is  derived  using  a  MIMO 
model  with  memory  that  uses  past  TDW  parameter  vectors  to  update  the  present  TDW 
vector.  The  control  algorithm  with  memory  does  not  perform  as  well  as  the  MIMO  RLS 
control  algorithm  without  memory.  The  algorithm  with  memory  is  tested  under  ideal 
conditions  only;  results  are  found  in  Appendix  B. 

C.  PEAK  AND  ZERO  SAMPLING 

The  control  algorithm  using  only  the  RF  peak  amplitudes  of  the  tirst  16  half-cycles 
does  not  take  into  account  the  error  in  the  desired  locations  of  the  zero-crossings.  Letting 
the  MIMO  RLS  controller,  under  ideal  conditions  described  in  section  B.l  of  Chapter  V, 
run  for  1000  iterations  results  in  the  RF  pulse  peaks  converging  to  the  ideal  peaks  with  an 

error  of  approximately  ±  1  x  10“^  in  each  peak.  Even  with  the  best  case,  the  second  and  third 
zero-crossings  are  still  out  of  tolerance.  By  expanding  the  vector  parameters  that  represent 
the  RF  pulse  to  include  peak  amplitudes  and  the  sample  values  at  the  desired  zero-crossing 
locations,  control  over  the  zero-crossings  is  obtained. 

The  X  vector  containing  the  TDW  parameters  remains  unchanged  with  the  16  half¬ 
cycle  peak  amplitudes.  The  y  vector  is  expanded  to  32  parameters.  The  odd  values  (1, 
3,. ..,31)  are  the  RF  pulse  peaks,  and  the  even  values  (2,  4,...,  32)  are  the  desired  zero 
crossings.  The  desired  zero  crossing  samples  of  the  RF  pulse  are  obtained  by  first  locking 
onto  the  standard  zero-crossing  (SZC)  and  then  sampling  at  multiples  of  Sps  for  a  total  of 
25p.s  before  and  50ps  after  the  SZC.  The  sampling  frequency  is  lOMHz  which  corresponds 
to  a  sampling  interval  of  100ns. 
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The  desired  zero-crossing  tolerances  are  less  than  ±  100ns  after  die  third  zero-crossing 
of  the  pulse;  therefwe,  inteipolation  is  performed  to  increase  the  accuracy  in  sampling  the 
desired  zero-crossing  locations.  The  following  procedure  is  used  fcK  interpolation.  Samples 
are  found  on  either  side  of  the  SZC  and  the  location  is  estimated  by  linear  interpolation 

between  these  points.  The  increase  in  accuracy  of  the  SZC  location  is  used  to  better 
approximate  the  desired  locations  of  the  remaining  zero-crossings.  Linear  interpolation  is 
perfcxmed  based  on  the  assumption  that  the  RF  pulse  has  a  linear  slc^  at  crossing  points. 

A  diagonal  weighting  matrix.  W,  is  used  in  the  TDW  update  (equation  4.16)  to  weigh 
the  RF  parameter  errors  as  desired.  Particularly  elements  4  and  6  of  the  RF  error  vector 
required  a  higher  weighting  than  the  others;  their  weights  were  chosen  to  be  IS  and  10, 
respectively.  Positions  4  and  6  of  the  RF  error  vector  are  the  second  and  third  zero- 
crossings. 

The  inverse  correlation  matrix  P^  in  the  control  algorithm  is  re-initialized  every  50 
iterations.  When  sampling  both  peaks  and  zero-crossings,  Pq  is  re-initialized  as 
Pn  =  Pfl-l  +  <P  I* 

where  (p  is  in  the  range  of  30  to  50,  which  is  smaller  than  (p  in  the  case  of  peak  sampling 
only. 

The  most  impressive  results  are  obtained  when  shaping  the  RF  pulse  with  samples  of 
the  RF  pulse  peaks  and  zero-crossings.  Under  ideal  conditions,  all  zero-crossings  are  in 
tolerance  after  1 10  iterations  of  control,  and  the  RF  half-cycle  peak  amplitudes  converge  to 
below  tolerance  values  after  15  iterations.  The  convergence  of  the  three  measures  of  pulse 
peak  error  is  shown  in  Figure  5.19.  Table  5.8  lists  the  RF  pulse  peak  tolerances  and  Table 
5.9  lists  the  individual  RF  pulse  peak  amplitude  errors  after  400  iterations. 

Figure  5.20  illustrates  the  convergence  of  the  MSB  of  the  RF  pulse  peaks  1-16.  The 
convergence  of  the  MSB  of  the  RF  pulse  peaks  1-16,  after  400  iterations,  is  observed  to  be 
higher  compared  with  the  peak  sampling  case.  This  should  be  expected  when  increasing  the 
number  of  parameters  required  to  form  a  least  squares  fit. 
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The  second  zero-crossing  is  most  frequently  out  of  toltfsnce.  Figure  5.21  illustrates 
the  second  zero-crossing  initially  deviating  22Sns  from  the  desired  location.  After 
q)proximately  110  iterations  of  control,  the  second  zero-crossing  falls  within  the 
acceptable  tolerance  of  100ns. 

Figure  5.22  and  5.23  show  plots  of  the  TDW  and  RF  pulse  respectively,  obtained  after 
400  iterations.  The  second  half-cycle  of  the  TDW  in  Figure  5.22  has  a  peak  amplitude  dose 
to  zero.  This  is  imusual;  however,  the  resulting  RF  pulse  (synthetic  RF  pulse)  in  Figure  5.23 
is  very  similar  to  the  ideal  pulse. 

The  performance  of  the  RLS  alg(»ithm  has  degraded  when  tested  under  non-ideal 
conditions  of  additive  noise  and  eight  bit  digitization  of  the  RF  waveform.  The  discussion 
and  results  reported  here  for  the  MIMO  RLS  control  algorithm  using  pulse  peaks  and  zero- 
crossings  do  not  encompass  all  possible  scenarios  of  the  transmitter  operation;  these  results 
may  be  considered  preliminary.  Further  research  is  necessary  to  explore  the  strengths  and 
weaknesses  of  this  approach. 


Figure  5.19:  Peak  amplitude  tolerances  using  the  RLS  control  algorithm  (machine 
precision,  no  noise)  when  sampling  peaks  and  zero-crossings. 
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Figure  5.20:  MSE  of  RF  peaks  1-16  using  the  RLS  control  algorithm  (machine  precision, 
no  noise)  when  sampling  peaks  and  zero-crossings. 


itoralion 


Figure  5.21:  Second  zero-crossing  error  (ns)  using  the  RLS  control  algcwithm  (machine 
precision,  no  noise)  when  sampling  peaks  and  zero-crossings. 
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Sampl*  numb*r.  n 


Figure  5.22;  TDW  produced  after  400  iterations  using  the  RLS  control  algorithm  (machiiw 
precision,  no  noise)  when  sampling  peiiks  and  zero-crossings. 


Figure  5.23:  Converged  synthetic  (dash)  RF  pulse  with  ideal  (solid)  after  400  iterations 
using  the  RLS  control  algorithm  (machine  precision,  no  noise)  when  sampling  peaks  and 

zero-crossings. 
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TABLE  5.7:  RF  PiUw  Peak  Ibleraacca  After  480  Ileratioas  with  RLS  Control  Aiforithni  (Machine  Preciaioo,  No 

None,  Peaks  and  Zcro-croiHacB) 


MSEout 

Enserr 

MaxEl-8 

MaxE9-13 

0.0011 

0.0071 

0.0111 

0.0117 

TABLE  SL8:  Noroulbed  RF  Peak  Values  with  RLS  Coatrot  Alforithai  (Machiae  Precisioa,  No  No^  Peaks  aad 

Zcro<rQasia|s) 

Peak 

Ideal 

Average 

After  400  iter. 

Diff(l-3) 

Diff(2-3) 

1 

0.0157 

0.0210 

0.0203 

0.0054 

0.0046 

2 

•0.0833 

-0.0901 

-0.0921 

-0.0067 

•0.0088 

3 

0.1901 

0.1973 

0.1976 

0.0072 

0.0075 

4 

-0.3158 

-0.3122 

-0.3097 

0.0036 

0.0061 

5 

0.4454 

0.4390 

0.4379 

-0.0064 

■0.0076 

6 

•0.5696 

-0.5606 

-0.5585 

0.0090 

0.0111 

7 

0.6813 

0.6844 

0.6843 

0.0030 

0.0030 

8 

■0.7771 

-0.7803 

-0.7822 

-0.0032 

-0.0050 

9 

0.8556 

0.8486 

0.8487 

-0.0071 

-0.0069 

10 

•0.9164 

-0.9195 

■0.9209 

•0.0031 

11 

0.9598 

0.9695 

0.9715 

0.0097 

0.0117 

12 

-0.9872 

-0.9900 

•0.9915 

•0.0028 

•0.0043 

13 

0 

0 

14 

•1.0001 

-1.0034 

-1.0015 

-0.0033 

-0.0014 

15 

0.9892 

0.9958 

0.9936 

0.0066 

16 

-0.9692 

-0.9787 

■0.9735 

■0.0043  1 

D.  RLS  CONTROL  ADVANTAGES  AND  LIMITATIONS 

The  MIMO  RLS  controller  is  consido'ed  to  operate  in  a  slow  time-varying 
environment  at  a  given  operating  point.  The  RLS  algmithm  in  this  environment  is  typically 
an  (X'dtt'  of  magnitude  faster  in  convergence  than  the  steepest  descent  algorithm  [Ref  8;  p 
491-501].  This  was  observed  in  the  ideal  simulation  envirorunent. 

The  greatest  advantage  with  the  MEMO  RLS  control  algcMithm  is  the  use  of  a  time- 
varying  reference  model.  The  MIMO  RLS  control  algmithm  uses  a  MIMO  RLS  model 
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which  allows  the  retoence  model  to  adapt  to  changes  and  time  vaiiati<»s  in  die  transmitter. 
On  the  other  hand,  the  steepest  descent  algorithm  uses  a  fixed  impulse  resptmse  matrix 
when  modeling  the  transmitter. 

The  MIMO  RLS  control  algorithm  is  subject  to  the  stalling  phenomenon.  Hie 
algtxithm’s  invose  correlation  matrix.  Pm  r^iidly  decreases  numerically  until  the 
algixithm  stalls.  The  inverse  ccarelation  matrix  is  continually  reset  every  SO  iterations  to 
overcome  this  problem 

Another  limitation  of  the  MEMO  RLS  control  algorithm  is  its  computational 
complexity.  It  requires  MIMO  RLS  estimate  of  the  reference  model  and  <^timal  TDW  half¬ 
cycle  peak  amplitudes  at  each  iteration.  To  decrease  the  number  of  computations,  the 
recursive  least  squares  estimate  of  the  MIMO  model  could  be  carried  out  every  few 
iterations  rather  than  at  every  iteration  once  the  algorithm  reaches  steady  state  TDW 
parameters. 
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VI.  CONCLUSIONS 


A.  CONCLUSIONS 

As  part  of  the  US  Coast  Guard’s  effol  to  redesign  and  modernize  the  AN/PPN-44A 
tube  type  transmitter  with  automatic  Loran  pulse  shaping  and  control,  this  thesis  developed 
a  MIMO  RLS  algmithm.  This  control  algorithm  shiqses  the  traitsmitted  RF  pulse  to  matdh 
an  ideal  pulse  by  producing  a  near  optimal  TDW.  The  MIMO  RLS  control  algorithm  uses 
a  MIMO  RLS  estimate  of  the  transmitter  as  a  reference  model.  The  RLS  algorithm  is 
implemented  on  a  simulated  transmitter,  and  the  RF  pulse  peak  tolerances  and  zero- 
crossing  errors  are  studied.  The  performance  of  the  RLS  algoithm  is  compared  to  another 
method  of  control,  the  steepest  descent  algorithm. 

When  using  the  first  16  RF  pulse  peaks  to  represent  the  transmitter  ou^ut,  the  MIMO 
RLS  control  algorithm  was  able  to  shape  the  piilse,  but  it  was  imable  to  bring  the  zero- 
crossings  into  tolerance.  Using  these  16  ou^ut  parameters,  the  MIMO  RLS  control 
algorithm  proved  to  have  faster  convergence  and  better  ability  to  match  the  RF  pulse  to  the 
ideal  over  the  method  of  steepest  descent.  The  use  of  a  MEMO  RLS  model  of  the  transmitter 
in  the  RLS  controller  was  a  significant  advantage.  The  MIMO  model  adapts  to  the  non-LTI 
characteristics  in  the  transmitter. 

By  representing  the  RF  pulse  with  parameters  of  the  first  16  piilse  peaks  and  samples 
of  the  first  16  desired  zero-crossing  locations,  the  MEMO  RLS  control  algorithm  was  able 
to  deo'ease  the  half-cycle  peak  amplitude  errors  below  their  tolerance  levels  and  bring  the 
zero-crossings  to  within  specification.  When  the  RF  pulse  parameters  are  expanded  from 
16  to  32,  the  least  squares  formulation  introduces  more  error  into  the  RF  pulse  peak 
amplitudes;  however,  all  pulse  specifications  are  still  met. 

In  the  non-ideal  simulation,  where  the  simulated  transmitter’s  input  and  ouq>ut  are 
corrupted  with  white  noise  and  digitized  with  eight  bits,  the  performance  of  the  control 
algorithms  degraded.  The  RF  pulse  peaks  are  not  in  tolerance  for  all  control  iterations  and 
the  second  and  thirci  ^ro-CTOssings  do  not  meet  specifications. 
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B.  RECOMMENDATIONS  FOR  FURTHER  STUDY 


To  improve  the  controller’s  performance  in  shaping  the  RF  pulse,  noise  reducdcm  is 
necessary.  The  control  algorithms  can  not  decrease  the  error  in  the  RF  pulse  parameters 
below  the  level  of  the  noise.  Filtering  the  noise  prior  to  control  might  improve  the 
perfcHmance  of  the  control  algmithms. 

Studying  the  characteristics  of  the  RF  pulse’s  quantization  noise  has  lead  to  die 
conclusion  that  sampling  the  RF  pulse  with  eight  bits  or  more  furoduces  noise  that  is 
essentially  white.  By  averaging  several  successively  digitized  RF  pulses,  of  the  same  phase 
code,  the  quantization  noise  can  be  reduced.  A  study  of  the  system  noise  will  also  be 
necessary  to  gain  any  advantage  from  waveform  averaging. 

If  it  is  not  possible  to  reduce  the  system  noise  to  meet  the  specifrcations,  a  new  set  of 
acceptable  performance  frgures  could  be  suggested.  This  may  included  redeveloping  the 
error  tolerances  for  the  RF  peaks  and  zero-crossings. 

Further  research  on  controlling  the  RF  pulse  with  peak  and  zero-crossing  samples 
needs  to  be  conducted.  The  adjustment  (i.e.,  shifting  the  zero-crossings)  accomplished  by 
the  RLS  control  algorithm  requires  further  testing  and  analysis.  Better  control  may  be 
established  by  an  expanded  RF  pulse  parameter  vector  to  include  samples  at  the  quadrature 
locations. 

When  expanding  the  parameters  that  represent  the  signals  or  using  memory  to  match 
the  RF  pulse  to  the  ideal,  the  time  required  to  update  the  TDW  ino-eases;  the  computational 
expense  of  the  RLS  algorithm  may  be  undesirable.  To  increase  the  speed  of  the  RLS 
calculations,  the  fast  RLS  algorithm  may  be  an  acceptable  substitute  [Ref.  8]. 
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APPENDIX  A 


MEVIO  RLS  CONTROL  IN  A  NON-IDEAL  SIMULATION 

In  this  appendix,  results  obtained  using  the  MIMO  RLS  control  algtxithm  under  non¬ 
ideal  conditions  are  included.  In  a  non-ideal  simulation,  the  RF  pulse  and  TDW  are  subject 
to  quantization  and  additive  white  noise.  The  signal  to  noise  ratio  (SNR)  of  the  RF  pulse 
and  TDW  is  q>proximately  67.48dB  and  56.29dB.  To  obtain  these  SNR  levels,  the  signals 

are  sampled  with  an  eight-bit  resolution,  and  white  noise  with  a  variance  of  9.26x10'^  is 
added. 

These  results  were  produced  to  compare  the  performance  of  the  MIMO  RLS  algmithm 
with  that  of  the  steepest  descent  algorithm  as  reported  in  Ref.  3:  p.  120.  The  steepest 
descent  algmithm  was  implemented  imder  the  same  non-ideal  conditions  as  those 
considered  here. 

The  following  is  a  summary  of  the  operating  conditions  for  the  results  shown  in 
Figures  A.1-6.  The  sampling  frequency  was  lOMHz.  The  forgetting  factor  in  the  RLS 
algorithm  was  unity.  The  BCD  (Xg)  was  set  to  zero.  The  additive  noise  has  a  variance  of 

9.26x10*^.  An  eight-bit  A/D  converter  was  used  to  quantize  the  signals. 

Figure  A.l  is  a  plot  of  the  MSE  convergence  of  the  RF  pulse  peaks  1-16  to  their  ideal 
values.  The  steady  state  MSE,  shown  in  Figure  A.l,  using  the  RLS  algorithm  is  a  close 
resemblance  of  the  steady  state  MSE  using  the  steepest  descent  method  under  the  same 
operating  conditions  [Ref.  3,  p.  121,  Figure  5.12.a].  The  noise  power  is  observed  as  the 
floor  of  the  MSE  convergence  in  both  sets  of  results. 

The  RF  peak  amplitudes  are  in  tolerance  for  92%  of  the  iterations  examined.  In  Figure 
A.2,  the  ensemble  error  is  occasionally  out  of  tolerance.  The  other  measures  of  peak 
amplitude  error  are  well  within  tolerance  limits,  as  observed  in  Figures  A.3  and  A.4. 

The  second  and  third  zero-crossings  listed  in  Table  A.1  are  out  of  tolerance.  Even  in 
the  ideal  enviromnent,  the  second  and  third  zero-crossings  do  not  meet  tolerance 
specifications.  These  zero-crossings  are  most  frequently  out  of  tolerance  when  controlling 
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the  44A  Loran-C  pulse,  see  Chapter  V,  Sectitm  C,  for  a  meAod  of  control  of  the  zero- 
crossings. 

After  400  iterations  of  control,  the  RF  pulse  peak  eirors  are  listed  in  Table  A.2,  and 
the  difference  of  the  pulse  peak  amplitudes  from  their  ideal  values  are  listed  in  Table  A.3. 
The  converged  TDW  is  plotted  in  Figure  A.5.  The  corresponding  RF  pulse  and  the  ideal 
pulse  are  plotted  in  Figure  A.6. 


Figure  A.l:  MSE  of  peaks  1-16  using  the  RLS  control  algorithm  (8  bits,  noise  variance  of 

9.3e-4). 
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Magnitude 


Conv«rg*nc«  of  Ensombto  Error 


Figure  A.2;  Ensemble  error  using  the  RLS  conb'ol  algorithm  (8  bits,  noise  variance  of 

9.3e-4). 


Figure  A.3:  Maximum  error  of  peaks  1-8  using  the  RLS  control  algorithm  (8  bits,  noise 

variance  of  9.3e-4). 


56 


Iterations,  t 


Figure  A.4:  Maximum  error  of  peaks  9-13  using  the  RLS  control  algorithm  (8  bits,  noise 

variance  of  9.3e-4). 


Final  T ransmitter  Drive  Waveform  (tdw) 


Figure  A.5;  TDW  produced  after  400  iterations  using  the  RLS  control  algorithm  (8  bits, 

noise  variance  of  9.3e-4). 


Figure  A.6:  Converged  synthetic  (dash)  RF  pulse  with  ideal  (solid)  after  4(X)  iterations 
using  the  RLS  control  algorithm  (8  bits,  noise  variance  of  9.3e-4). 


TABLE  A.1:  Zenxroasinss  Errors  (ns)  After  400  Iterations  with  RLS  Control  Algoritbrn  (8  Bits,  Noise  Variance 

of9Je^) 


TABLE  A2:  RF  Pulse  Peak  Iblerances  After  400  Iterations  with  RLS  Control  Algorithm  (8  Bits,  Noise  Variance 

of9Je-4) 


MSE  out 

Enserr 

MaxEl-8 

MaxE9'13 

0.0017 

0.0085 

0.0180 

0.0069 

58 


TABLE  A3:  Nomulized  RF  Peak  Values  with  RLS  Control  Alsorithni  (8  Bits,  Noise  Variance  of  93e-4) 


Peak 

Ideal 

Average 

After  400  iter. 

Diff(3-2) 

IWf(4-2) 

1 

0.0157 

0.0289 

0.0336 

0.0132 

0.0180 

2 

-0.0833 

-0.0853 

-0.0840 

-0.0020 

-0.0007 

3 

0.1901 

0.1969 

0.0067 

0.0032 

4 

-0.3158 

-0.3226 

-0.3193 

-0.0068 

-0.0035 

5 

0.4454 

0.4476 

0.4538 

0.0022 

0.0084 

6 

-0.5696 

-0.5714 

-0.5714 

■0.0018 

-0.0018 

7 

0.6813 

0.6844 

0.6807 

0.0030 

-0.0007 

8 

-0.7771 

-0.7780 

-0.7899 

-0.0009 

-0.0128 

9 

0.8556 

0.8561 

0.8487 

0.0005 

-0.0069 

10 

-0.9164 

-0.9179 

-0.9160 

-0.0016 

11 

0.9598 

0.9603 

0.9580 

0.0005 

-0.0018 

12 

-0.9872 

-0.9850 

-0.9832 

0.0022 

0.0040 

13 

1.0000 

1.0000 

1.0000 

0 

0 

14 

-1.0001 

-1.0018 

-1.0000 

-0.0017 

15 

0.9892 

0.9864 

-0.0029 

-0.0060 

16 

-0.9692 

-0.9701 

-0.9748 

-0.0010 

-0.0056 
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APPENDIX  B 


OPTIMAL  TDW  ESTIMATION  WITH  MEMORY 


In  this  appendix,  we  derive  the  a  MIMO  RLS  control  algorithm  with  memory.  This 
derivation,  in  section  A,  presents  a  recursive  least  squares  procedure  similar  to  the 
memoryless  RLS  algorithm  in  Chapter  in.  Section  A.1  and  A.2.  In  section  B  of  this 
iq>pendix,  results  are  presented  for  the  MIMO  RLS  algorithm  under  ideal  conditions. 


A.  MIMO  RLS  CONTROL  ALGORITHM  WITH  MEMORY 

The  MIMO  RLS  controller  uses  a  reference  model  A.  The  reference  model  A  is  a 
MIMO  RLS  estimate  of  the  transmitter  at  each  control  iteration  (see  Chapter  HI).  The 
transmitter  model  output  at  time  i  is  expressed  as 

y-i  =Axi 


where 


and  x-  » 

Column  vector  xj  is  composed  of  the  current  TDW  parameter  vector,  x^,  and  past  TDW 
parameter  vectors,  (Xn.j,  Xn.2,...,  x^.j^).  Each  submatrix  of  A  has  a  column  width  equal  to 
the  number  of  parameters  in  vector  Xq  (TDW  parameter  vector),  and  the  number  of  rows 
are  equal  to  the  length  of  (RF  parameter  vector).  N  is  the  order  of  the  system  [Ref.  14]. 

1.  The  Least  Squares  Method 

The  vector  of  errors  is  expressed  as 

®i  “  yq)t  ■  Yi* 


*n-l 

*n-N 
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whtfe  Yopt^  vector  of  ideal  RF  pulse  parametm.  The  sum  of  squared  errors  is 


i-O 

or  is  expanded  to  become 
n 

J  ■  E  <)'opt!'opt-’‘XVf  ViVi-'i  ^  ^=‘i'  ®  *) 

i.O 

N  .  .  N 

Substituting  A  x- >  V*  -  -  y  A-x^  •  in  equation  B.l,  where  i  is  the  time  index; 

1  1  ^  j  n-j  j  n-j 

j-0  j-0 

we  then  have 

n  n  ,  N 

'  -  EyJptVl  E ’‘I-j'^Js'opt 

i-0  i-O^j-0 

n  N 

-EJ'IptE^' 

i.O  k.O 

We  assiune  Xq  is  independent  of  time  index  i.  Setting  the  partial  derivative  of  J  with  respect 
to  vector  Xq  equal  to  zero 


n 

f  N 

k-E 

E' 

E-I 

•j^/Vn-k) 

i.O 

Ij-o 

pr 

■ 

o 

dJ 


N 


ir  “  E  -2^0  V  E  2a* A,x„_, 


n  i-0 


k-0 


0. 


(B.2) 


switching  the  index  of  summation  of  i  and  k  and  rearranging  terms  in  equation  B.2  yields 

(B.3) 

k-lU-0  J 

Let  the  autocorrelation  matrix  be 


E  ^^oV*n  "  E^O^opt”  E  E^o\*n-k 

i-0  i-0  k-lU-0 


n 

^  ■  E  ^0^0’ 

i-0 


(BA) 
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and  the  cross-correlaticHi  vector  be 


V-E'^VEjE^oVn-k 

i-0  k-14-0 


(B.5) 


Substituting  equations  B.4  and  B.S  into  equation  B.3.  produces  a  simplified  matrix  form 

%Xn  =  Yn.  (B.6) 

and  letting  Pq'*  =  d>n  yields 

Pii’^Xn  =  Yn-  (B.7) 

The  least  squares  solution  for  Xq  from  equations  B.6  and  B.7  is 

X  n  “  Yn  ~  Pn  Yn- 

2.  The  Recursive  Least  Squares  Method 

For  the  recursive  update  of  jqj,  we  express  equation  B.7  at  time  index  (n+1) 


=  Yn  +  A<-  >'  y  -  £  ■'  A 


np  N  np 

*  (D+l)*  A  (n+1). 


k.l 

Substituting  equation  B.7  for  Yq  in  equation  B.S  yields 

nr  N 


'k  "n-k- 


(B.8) 


P«l’‘  Xn+l  =Pr'‘  A«*‘'  y  -  £  (Aj,"*"' A”*‘)x„  (B.9) 

k-1 

T  X 

Adding  (Aq”"^  Aq®"^  -  (Aq“*  Aq“*  on  the  right  side  of  equation  B.9  and 

grouping  terms  such  that 


T 

(n+l) 


Pn*^  x„  +  (Ag** A{j“^  1>) x„  =  x„. 


and 


N 


N 


k.l 


k-0 


equation  B.9  becomes 
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(B.IO) 


-hHl  =  *.+  1^. 

k-0 

Multiplying  both  sides  of  equation  B.IO  by  Pq^.!.  and  eiqvessing 


yields  the  final  recursive  equation  fa- 


=Wl  =  «a  +  P«l  Ai“'‘'’^[y„p,-E  ® 

N 

*>>««  Vopt-  E  A|f*‘’x^  . 

k.O 

Fot  the  recursive  solution  of  Pj^-i.  let 


PMl'‘  =  >.P.'‘  +  Ag"*‘’  Ag-*’, 


(B.12) 


Following  on  the  lines  of  equation  4.17  -  4.20  the  recursive  equation  for  Pjj.^i  becomes 
Pn+l“j^Pn  j^PhAq  UA^  ^P^Aq  Aq  P„. 


B.  RESULTS  OF  MIMO  RLS  CONTROL  ALGORITHM  WITH  MEMORY 
The  MIMO  RLS  control  algorithm  is  tested  imder  ideal  conditions,  as  in  Chapter  V, 
Section  B.l.  The  signal  to  noise  ratio  (SNR)  of  the  TDW  and  RF  pulse  are  approximately 
81dB  and  99dB,  respectively.  The  16  parameters  that  represent  the  TDW  and  RF  pulse  are 
the  fust  16  half-cycle  peak  amplitudes.  Let  N  =  2,  so  Xj  becomes  a  vector  of  size  48  x  1, 
and  A  becomes  a  matrix  of  size  16  x  48.  A  forgetting  factor  of  X  =  1  is  used. 

Figure  B.l  shows  the  three  measures  of  RF  pulse  peak  error  (ensemble  error, 
maximum  of  individual  peak  errors  1-8  and  9-13).  The  RF  pulse  peak  errors  converge  to 
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accq)table  levels  by  iteradon  50;  however,  undesirable  perturbadons  occur  after  iteradons 
300  and  350  which  drive  the  pulse  errors  out  of  tolerance. 

Figure  B.2  illustrates  the  convergence  of  the  MSE  of  RF  pulse  peak  eirors  1-16.  When 
using  memory  in  the  MIMO  RLS  control  algmithm,  there  is  no  observable  improvement  in 
the  pulse  peak  errors  <x  the  MSE.  The  pulse  peaks  are  in  tolerance  for  96.9%  of  iteradons 
examined. 

Table  B.l  provides  a  listing  of  the  zero-crossings  after  400  iteradons  that  exceed 
tolerance  specificadons.  The  second  zero-crossing  in  Table  B.  1  is  out  of  tolerance  while  all 
others  are  acceptable.  The  RF  pulse  peak  tolerances  are  listed  in  Table  B.2  and  die 
individual  RF  pulse  peak  errors  (1-16)  are  listed  and  analyzed  in  Table  B.3.;  both  after  400 
iterations.  The  pulse  peak  tolerances  were  met  using  the  MIMO  RLS  algorithm,  but  zero- 
crossings  were  not. 

Comparing  the  convergence  of  the  MSE  using  the  RLS  algorithm  without  memory,  in 
Figure  5.2,  to  the  MSE  convergence  with  memory,  in  Figure  B.2,  the  convergence  without 
memory  (past  TDW  information)  performs  better.  The  spurious  disturbances  observed  in 
the  MSE  for  the  RLS  algorithm  with  memory  are  absent  for  the  RLS  without  memory. 

When  white  noise  with  a  variance  of  I.2e-4  is  added  to  the  TDW  and  RF  pulse  or  the 
signals  are  sampled  with  eight  bit  resolution,  the  results  are  unsatisfactwy.  The  lower  SNR 
accentuates  the  perturbations  and  degrades  the  tracking  ability  of  the  MIMO  RLS 
algorithm  with  memory. 
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Magnitude 


O  so  100  ISO  200  2SO  300  3SO  400 

Itarations,  t 


Figure  B.l:  Peak  amplitude  tolerances  using  the  RLS  control  algorithm  with  N  =  2 

(machine  precision,  no  noise). 


Iterations,  t 

Figure  B.2:  MSE  of  RF  peaks  1-16  using  the  RLS  control  algorithm  with  N  =  2  (machine 

precision,  no  noise). 
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TABLE  B.1:  7rrn  rmwiiiip  Errors  (ns)  After  460  Iteradons  witii  RLS  Control  AipMitlini  wittre  N  =  2  (Machine 

Predsioo,  No  Noise) 


TABLE  B  RF  Pulse  Peak  IMerances  After  400  Iterations  with  RLS  Control  Algorithm  where  N  =  2  (Machine 

Precision,  No  Noise) 


MSEout 

Enserr 

MaxEl-8 

MaxE9'13 

0.0027 

0.0031 

0.0055 

0.0052 

TABLE  B  J:  Normalised  RP  Peak  Values  with  RLS  C^ootitd  Algorithm  where  N  =  2  (Machine  Precision,  No 

Noew) 


Ideal 


0.0157 


-0.0833 


0.1901 


■0.3158 


0.4454 


•0.5696 


0.6813 


-0.7771 


0.8556 


•0.9164 


0.9598 


-0.9872 


1.0000 


-1.0001 


0.9892 


0.8549 


-0,9179 


0.9579 


-0.9894 


1.0000 


-0.9996 


0.9892 


After  4(X)  iter. 


0.0191 


■0.0817 


0.1948 


•0.3181 


0.4438 


-0.5690 


0.6868 


-0.7756 


0.8557 


-0.9179 


0.9546 


-0.9906 


1.0000 


-0.9986 


0.9934 


Diff(l-3). 


0.0045 


0.0043 


0.0005 


•0.0005 


•0.0024 


0.0015 


0.0017 


0.0032 


-0.0007 


-0.0015 


•0.0020 


-0.0022 


0.0005 


-0.0000 


11 


Diff(2-3) 


0.0034 


0.0016 


0.0047 


•0.0023 


-0.0016 


0.0006 


0.0055 


0.0015 


0.0001 


-0.0015 


■0.0052 


-0,0035 


0 


0.0015 


0.0042 


I 
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APPENDIX  C 


INTEGRAL  CONTROL  ALGORITHM 
In  this  qjpendix  we  derive  a  MIMO  inverse  model  using  RLS  estimation  techniques 
used  in  Chiq>ter  m  for  the  forward  MIMO  model.  The  inverse  model  is  used  in  an  integral 
control  algorithm,  which  updates  the  TDW  parameters  to  drive  the  RF  to  the  ideal  pulse 
described  in  equation  2. 1 

A.  MEMO  RLS  ALGORITHM  FOR  THE  INVERSE  MODEL 

The  memcnyless  inverse  MIMO  model  is  obtained  by  reversing  the  roles  of  x  and  y 
vectors  in  the  RLS  algorithm  presented  in  the  previous  section.  The  inverse  model  allows 
direct  mapping  of  the  errors  in  the  RF  parameters  to  the  TDW  parameters.  The  output  of 
the  inverse  model  is  expressed  as: 

i-By. 

where  vector  y  is  the  RF  pulse  parameters  of  the  transmitter  ouq>ut,  B  is  the  coefficient 

matrix  of  the  inverse  model,  and  vector  x  is  the  estimated  TDW  half-cycle  peak 
amplitudes.  The  error  vector,  at  time  index  i,  is  given  by: 

ei  =  xi-x-,  (C.l) 

where  xj  is  a  vector  of  the  actual  TDW  parameters.  Forming  a  performance  measure  as  a 
sum  of  squared  errors  and  following  on  the  lines  of  the  development  in  equation  3.4  to 
equation  3.7  yields 

n  n  . 

£  X"-^x.yT)W  -  £  X"-'B(y.y^)W.  (C.2) 

i-1  i.l 

Denning  the  autocorrelation  matrix. 
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(C.3) 


■►n-  • 

i.l 

and  the  cross-conelatioo  matrix. 


r 

n 


n 


£X“-»(x.yT)W  . 

i- 1 


(C.4) 


provides  the  solution 

Derivation  for  the  recursive  least  squares  estimate  of  the  inverse  MIMO  reference 
model,  B,  again  follows  the  same  procedure  as  the  forward  MIMO  reference  model.  A, 
developed  in  the  previous  section.  The  recursive  update  equation  for  the  inverse  MIMO 
model  parameters  is 

®Q+1  ~  +  ®n+l  yiH-1^  W  Pq+I* 

where  en^i  *=  (Xq+j  -  Yn+i),  and  the  recursive  expression  for  the  inverse  autocorrelation 
matrix  is 


n+1 


-Ip  .  ^  p 


yn+jl  +  y 


n^l 


w 


(x^nj^n+l 


-1 


yn+/w 


B.  INTEGRAL  CONTROL  ALGORITHM 

By  employing  an  inverse  reference  model,  the  error  between  the  ideal  and  the  actual 
RF  pulse  parameters  can  be  used  to  update  the  TDW  parameters.  This  relationship  is 
expressed  as 

e,^“^  =  Bey^°>,  (C.5) 
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where  vector  ey^  » (y^  ■  yg),  and  B  is  tte  inverse  refermce  model.  The  error  vector  e,^ 
is  scaled  and  then  summed  with  the  TDW  parameter  vector  Xq  to  produce  the  updated  TDW 
parameters  The  expression  of  the  integral  cmitrol  scheme  is 

=  + a  (C.6) 

whereO<a<  1. 

Figure  C.l  shows  the  block  diagram  for  the  integral  crmtroller;  the  initial  TDW 
parameters  are  set  to  arbitrary  values.  The  closed  loop  transfer  function  [Ref.  11,  12]  of 
Figure  C.  1  with  an  integrator  in  the  forward  path  is 


Y(z) 


Ba(-L)T 
z-  1 

l+Ba(^)T 
z- 1 


aBT 

z-(l-a(BT)) 


(C.7) 


where  T  represents  the  actual  transmitter,  and  B  is  the  estimated  inverse  model  of  the 
transmitter. 

If  B  is  an  accurate  inverse  model  where  BT  =  1,  then  the  controller  will  have  a  pole  at 
(1  -  a).  A  small  value  for  a  puts  the  pole  close  to  the  unit  circle.  The  controller  is  marginally 
stable  for  a  very  small  a. 

If  B  is  not  an  exact  inverse  model  so  that  BT  =  1  +  e,  then  the  controller  will  have  a 
pole  at  (1  -  a  (1  +  e)).  For  guaranteed  stability,  0  <  a  <  1.  Small  values  of  a  between  0.1 
and  0.001  were  used  in  the  actual  control  algorithm,  which  produced  the  best  TDW  update 
performance. 

The  integral  control  algorithm  closely  resembles  the  steepest  descent  control 
algorithm,  discussed  in  Chapter  FV.  The  factor  a,  is  comparable  to  the  adaptive  constant  [i 
of  the  steepest  descent  algorithm.  The  overall  performance  of  the  integral  control  algorithm 
is  similar  to  that  of  the  steepest  descent  method  discussed  in  Chapter  V;  therefore,  detailed 
results  of  the  tests  and  analysis  aie  not  included  in  this  report. 


69 


Figure  C.l:  A  block  diagram  of  the  integral  control  scheme. 


The  most  important  result  was  found  when  testing  the  algmithm  with  samples  of  the 
RF  pulse  peaks  and  the  desired  zero-crossings.  The  RF  parameter  vector  is  simply 

expanded  to  32  elements;  the  odd  values  (1.3 . 31)  are  the  first  16  pulse  peaks,  and  the 

even  values  (2,4, ...,3r^  are  the  first  16  samples  of  the  desired  zero-crossings.  The  integral 
control  algorithm  was  able  to  control  the  RF  pulse  half-cycle  peak  amplitudes  and  force  the 
zero-crossings  in  tolerance  when  the  simulated  transmitter  was  run  under  ideal  conditions. 
A  weighting  matrix  was  used  to  emphasize  second  and  third  zero-aossings. 

Any  degradation  to  the  TDW  or  the  RF  pulse  due  to  waveform  quantization  and 
additive  noise  limits  the  integral  control  algorithm’s  ability  to  meet  zero-crossing 
tolerances  in  Table  2.1.  Additive  noise  also  decreases  the  algorithms  performance  to  match 
the  RF  half-cycle  peak  amplitudes  to  the  ideal  amplitudes.  Even  though  the  noise  is  a 
limiting  factor,  the  integral  control  algorithm  has  pulse  shaping  capabilities. 
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APPENDIX  D 


MATLAB  PROGRAM  LISTING 

The  MatLab  program  control  algorithms  are  called  by  the  simulated  transmitter’s  main 
file  SIMZ.  The  following  MatLab  M-files  include  the  algorithm  to  develope  an  initial 
MEMO  reference  model  for  the  control  algorithm,  and  the  MEMO  Rl/S  control  algorithms 
with  and  without  memory;  and  the  integral  control  algorithm  of  Appendix  C  is  also 
included.  [Ref.  15] 

Two  MatLab  programs  from  the  initial  development  of  the  tranmsmitter  simulator, 
written  by  Bruckner  [Ref.  3],  have  been  modified  to  accomodate  for  the  MEMO  RE-S 
controller  and  the  integral  controller.  The  revised  M-files  are  SETUP  and  DESPZ,  these  two 
programs  are  not  listed  here.  The  M-file  ENVEL  was  modified  to  sample  the  half-cycle 
peaks  and  the  desired  zero-crossing  locations;  it  is  named  ENVELPZ  and  listed  below. 


MIMO  RLS  Model  Estimation 


%  convA.m 

%  Estimates  a  model  (M,(D+1)*N)  from  x,y  pairs  obtained  from  steepest 
%  descent  algorithm. 

%  model  initialized  as  zeros(M,(D+l)*N) 

%  PgainM  initialized  as  100000*eye((D+l)*N,(D-(-l)*N),  initialize  loop  =  1,  ff  =  1 
%  forgetting  factor  <  0.98  drives  Pgain  to  zero  matrix 
%  MIMO  RLS  Model  Algorithm  by  John  D.  Wood  5/25/93 


N=  16; 

%  #  of  input  parameters 

M=  1; 

%  #  of  output  parameters 

D  =  2; 

%  #  of  delays  in  Model 

ff=l; 
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load  data44  %  load  converged  RF  and  TDW  parameters  for  44A 

%  transmitter  both  dummy  load  and  antenna 
PgainM  =  100000*eye((D+l)*N.(D+l)*N);  %  initialize  P 

model  =  zeros(M,(D+l)*N);  %  initialize  MIMO  model 

X  =  fliplr(tdw44a(:,l:l+D));  %  create  TDW  parameter 

X  =  reshi^(x,(D-f- 1  )*N,  1 );  %  vector  with  possible  prior 

%  TDW  parameters 

y  =  rf44a(:,D+l);  %  RF  paramter  vector 

for  loop  =  (1);(2000-D-1)  %  2000  x,  y  pairs  to  train 

%  MIMO  model 

if  loop/100  =  fix(loop/100) 
loop 

end  %  Compute  MIMO  RLS  Model 

Kgain  =ff*PgainM  *  x  *  inv(l  +  x’  *  ff  *  PgainM  *  x); 

PgainM  =ff*PgainM-  Kgain  *  x’  *  ff  *  PgainM; 

msel(loop)  =  mse(y,(niodel*x));  %  MSB  of  model  tracking 

stomodel  =  model; 

ee  =  y-model*x;  %  model  error 

model  =  model  +  ee  *  x’  *  PgainM;  %  RLS  update  equation 

norml(loop)  =  sqrt(sum(sum((stomodel-model).'^2)));%  identify  change  in  model  by 

%  taking  norm  of  difference 
%  between  old  and  new  models 
X  =  fliplr(tdw44a(:,loop+l;loop+D+l));  %  update  x  with  new  TDW  parameters 
X  =  reshape(x,(D+l)*N,l); 

y  =  rf44a(:doop+D+l);  %  update  y  with  new  RF  parameters 

end 

%  display  MSB  of  model  convergence 

subplot(211),  semilogy(msel  (1:100)) 
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titlc(‘MSE:  (y-Ax),  CO^'YERGENCE  OF  ANTENNA  MODEL  44A’) 
xlabel(‘iterations’),  ylabel(‘magmtude’) 
subplot(212),  semilogy(msel) 

tiae(‘MSE:  (y-Ax),  CONVERGENCE  OF  ANTENNA  MODEL  44A’) 
xlabel(‘iterations  ‘)>  ylabel(‘inagmtude’) 
print  convA48a.ps,  pause 

%  display  model  ncxm 

subplot(211),  semilogy(norml(l:l(X))) 
title(‘NORM  OF  A(n+1)  -  A(n)’) 
xlabelCiterations  *)•  ylabel(‘magnitude’) 
subplot(212).  semilogy(norml) 
xlabel(‘iterations  *)•  ylabel( ‘magnitude’) 
title(‘NORM  OF  A(n+1)  -  A(n)’) 
print  convA48b.ps 


Initialize  RLS  Controller/  with  or  without  memory 


%  RLS_IN1;  Initializes  the  recursive  least  squares  algorithm 
%  and  provides  the  function  call  in  a 
%  text  string  which  is  evaluated  by  the  main  program. 

%  RLSMENU  changes  the  values  in  the  simulation. 

%  See  also  RLS,  RLSMENU,  RLSHEAD,  RLS_SWP 
%  All  algorithms  must  at  a  minimum  initialize  the  following 
%  variables:  yOA,  yOD,  energy_out,  x,  tdw,  yO,  f_call, 

%  max_volts_A,  max_volts_D,  for  both  transmitters,  as  shown. 

%  John  D.  Wood,  4/4/93,  rev.  7/7/93 

tdw_pci=zeros(len,length(control));  %  Input  pulse  buffer 


rf_pci  =zerosGenJength(cotitrol)); 
eval([‘yO’,num2str(N),’_sq>t’]) 


if  xmtr_id==2 
max_volts_A=5; 

x=1.7*sign(-cos(pi*(l:  16)’)); 
tdw=pgen(x,0,ET  A) ; 


yOA=max_volts_A*envel(ideal(0,tau)); 

boost=1.0015; 


ifN==8 

max_volts_D=23 . 7 ; 
fl  =  1.0;  f2  =  1.0; 
elseif  N=4 
max_volts_D=22 .26; 
fl  =  1.0;  f2  =  1.0; 
elseif  N=2 
max_volts_D=22.35; 


%  Ou^ut  pulse  buffer 
%  Load  ideal  half-cycle  peak  vals 
%  for  dummy  load  pulse  building 
%  (variable  yOD).  Note:  ECD 
%  does  not  apply. 

%  44A  Transmitter 
%  Set  desired  ouqjut  max  voltage 
%  (steady-state) 

%  Initial  TDW  half-cycle  values 
%  Produce  input  vector  to  xmtr 
%  (positive  phase  code  here- 
%  phase  code  is  added  when 
%  tdw_pci  is  filled  in  SETUP). 

%  Obtain  ideal  half-cycle  peak 
%  vals  for  local  ECD,  pos 
%  phase  code. 

%  Used  to  scale  tdws  in  pulses 
%  after  the  one  being  controlled 
%  so  convergence  is  faster  for 
%  each  one. 

%  N  is  decimation  factor 

%  forgetting  factor  in  RLS 
%  f  1  for  Dummy  load 
%  f2  for  Antenna 
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f  1*1.0;  f2*1.0; 
elseifN**! 
max_volts_D=22 .47 ; 
fl=1.0;  f2=1.0; 
else 

eiT<M-(‘N  must  equal  1,2,4  or  8’) 
end 

y0D=max_volts_D*y0D(:,2); 
load  rls44_ini 

else 

max_volts_A=22 .24; 

X  =  .4*sign(-cos(pi*(l;16)’)); 
tdw=pgen(x,0,BTA); 


yOA=max_volts_A*envel(ideal(0,tau)); 


%  Select  column  &  scale 
%  Initializes  Ant  &  Dum  model, 
%  and  P  for  Ant  and  Dum  Load, 
%  for  44A  Transmitter 
%  Initializes  for  42  transmitter 
%  Set  desired  ouq;>ut  max  voltage 
%  (steady-state) 

%  Initial  TDW  half-cycle  values 
%  Produce  input  vector  to  xmtr 
%  (positive  phase  code  here-- 
%  phase  code  is  added  when 
%  tdw_pci  is  filled  in  SETUP). 

%  Obtain  ideal  half-cycle  peak 
%  vals  for  local  BCD,  pos 
%  phase  code. 


boost*  1.02; 
ifN==8; 

max_volts_D=8 .14; 
fl=1.0;f2  =  1.0; 
elseif  N=*4 
max_volts_D=8. 15; 
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fl  »  1.0;  n  =  1.0; 

elseif  Ns=2 
max_volts_D=s8 .07 ; 
fl  *  1.0;  f2  =  1.0; 
elseif  N=1 
max_volts_D=8.27; 
fl  =  1.0;  f2  =  1.0; 
else 

error(*N  must  be  1,2,4  or  8’) 
end 

y0D=max_volts_D*y0D(; ,  1 );  %  Select  colunm  &  scale 

load  rls42_ini  %  Initializes  Ant  and  Dum  model, 

%  P  for  Ant  and  Dum  Load 
%  42  xmtr 
end 

F 1  snum2str(f  1 );  %  Initial  f  factor  (dummy  load) 

F2=num2str(f2);  %  f  factor  after  switch  from 

%  dummy  load  to  antenna 

%  ***  No  delays.  Model  is  16x16,  PgainM  and  PgainC  are  16x16  ****** 
if  xmtr_load==’ Antenna  ‘ 

ff=f2;  model  =  Amod;  PgainM  =  PgainA;  %  load  initial  parameters 

PgainC  =  100*eye(16,16); 

y0=y0A; 

else  %  Dummy  load 

ffsfl;  model  =  Dmod;  PgainM  =  PgainD; 

PgainC  =  100*eye(16,16); 

yO  =  yOD; 

end 
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%  *♦♦*♦*♦♦♦♦  Model  had  2  dcUys.  Model  *  (16x48)  matrix  ****************** 
%if  xmtr_loed~’ Antenna  ‘ 

%  initiftliy.es  model.  PgainM,  &  x  with  delays  for  antenna 
%load  model48a; 

%  load  PgainM48a; 

%PgainC  =  100*eye(16.16); 

%else 

%initializes  model,  PgainM,  &  x  with  delays  for  dummy 
%load  model48d; 

%load  PgainM48d; 

%PgainC  =  100*eye(16.16); 

%end 

^  ti**infm****************************if****************************** 

disp(  ‘Initializing  RLS  ’ )  %  control  algorithm 

f_call  =  ’[tdw,x,y,model,PgamC,PgainM,loop]  = 

rls(rf,tdw,PC,ETA,yO,x4f,model  J*gamC  J’gainM.loop);  ’ ; 

boostl  =  boost.'^[0:len_p/2-l  0:len_p/2-l];  %  boost  for  droq> ,  p  =  pulse  # 

for  p  =  1  :length(control)  %  Load  simulated  buffer  for  AFG 

tdw_pci(:,p)  =  boostl(control(p))*tdw*(-l)''phasecode(control(p)); 

end 

clear  boostl 

RLS  Contoller  without  Memory  /  Also  Used  for  Peaks  and  Zeros 


function  [tdw,x,y,model,PgainCJ’gainM4oop]= 
rls(rf,tdw,PC,ETA,yO,x4f,modcl,PgainC,PgainM,loop) 

%  Recursive  Least  Squares  Control  Algcxithm  using  first  16  RF  half-cycle  peaks 
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%  This  RLS  c<»itroller  can  be  modified  to  control  Peaks  and  Zeros  by 
%  substituting  envelPZ( )  for  eDvel( )  in  the  beginning  and 
%  added  to  the  last  line  y  =  envel( ). 

%  A  RLS  estimate  is  provided  for  the  transmitter  model 
%  and  used  to  generate  a  RLS  estimate  oi  x  optimal. 

%  John  D.  Wood  fi/1/93  rev(7/ti/93) 

%  PgainC  =  100*eye(16,16)  initially 
%  X  initial  parameters  are  arbitrary 
%  model,  PgainM.  initial  parameters  are  loaded  in  rls_ini.m 
%  model  and  PgainM  parameters  were  converged  with  convA.m 
global  mse3  mse4  msel  xmtr_id  zc  ztimes 

y  =  envel(rf,tdw J*C);  %  Obtain  ou^ut  half-cycles 

%  Substitute  envelPZ  for  envel 
%  when  samp  peaks  &  zeros 

if  loop/50  =  fix(loop/50)  &  xmtr_id  =  2  %  44  transmitter 

PgainC  =  PgainC  +  100*eye(16,16);  %  Re-initialize  PgainC 

loop 
end 

if  loop/50  =  fix0o<q)/50)  &  xmtr_id  ==  1  %  42  transmitter 

PgainC  =  PgainC  +  10*eye(16,16);  %  Re-initialize  PgainC 

loop 
end 

if  lo(:q}/10  ==  fix(loop/10)  %  store  zero-crossing  times 

[z_erT,  zc_ns]=zcross(rf,tdw4^);  %  relative  to  SZC 

zc(:,loop)  =  abs(zc_ns  -  ztimes); 
end 

if  loop/50  s=  fix(lo<^/50)  &  xmtr_id  ==  2  %  44  transmitter 

dispC'model*)  %  every  50  iteratios  display 


loop 

(PgftinM) 

rank((PgainM)) 

cond((PgainM)) 

cig((PgainM))’ 

disp(‘controller’) 

(PgainC) 

rank((PgainC)) 

cond((PgainC)) 

cig((PgainC))’ 

end 

%  if  loop  >  200  &  loop<21 1  %  f(M'  added  noise  burst 

%  x  =  x  +  randn(16,l)*.2; 

%  end 

ee  =  y  -  model*x;  %  error  for  model  update 

%  shut  off  model  udate  when 
%  MSB  <  2e-5  to  reduce  comput 

%  if  mean((y0*(-l)''PC-y).''2)  >  2e-5 

KgainM  =ff*PgainM  *  x  *  inv(l  +  x’  *  ff*PgainM  *  x);  %  inverse  correlation 

%  matrix  update 

PgainM  sfPPgainM  -  KgainM  *  x’  *  ff*PgainM; 

model  =  model  +  ee  *  x’  *  PgainM;  %  RLS  estimate  of  model 

%end 

KgainC  =  PgainC*moder*inv(eye(16,16)+model*PgainC*moder); 

PgainC  =  PgainC  -  KgainC*model*PgainC;  %  controller  inverse 
eiTOT  =  yO*(-l)'^PC  •  model  *  x;  %  correlation  matrix  update 

X  =  X  +  PgainC*moder*error;  %  RLS  estimate  of  optimal  x 

mse4(lo<q>)  =  mean(e]T(H’.^2);  %  mse  of  rls  to  c^timal  x 


■ 


mse3(loop)  =  mean((yO*(-  iy^PC-y).''2);  %  mse  to  ideal  y 

msel(loop)  =  mean(ee.^2);  %  mse  of  model  tracking 

loop  =  loop  +1; 

tdw=pgen(xJ»C,ETA);  %  Added  envel( )  at  end  when 

%  y  =  envel(rf.tdw,PC};  %  sampling  RF  peaks  and  zer(» 

RLS  Controller  with  memory 


hmction  [tdw,x,y4nodel,Pgain.PgainM.loop]  = 
rls(rf,tdw,PC,ElA,yO,x,ff,modelJPgain,PgainM,loop) 

%  Recursive  Least  Squares  Control  Algorithm  with  memory 
%  two  previous  TDW  parameter  vector  used  in  control 
%  model  is  16x48,  PgainM  =  48x48 

%  A  recursive  least  squares  estimate  is  provided  for  the  transmitter  model 
%  and  used  to  generate  a  recursive  least  squares  estimate  of  x  optimal 
%  John  D.  Wood  6/15/93  rev(7/6/93) 


%  Pgain  =  100*eye(16,16)  initially 
%  X  initial  parameters  are  arbitrary 
%  model,  PgainM,  initial  parameters  are  loaded  in  rls_ini.m 
%  model  and  PgainM  parameters  were  converged  with  convA.m 
global  mse3  mse4  msel 

y=envel(rf,tdwJPC);  %  Obtain  output  half-cycles 

if  loop/50  ==  fix(loop/50)  %  every  50  iterations  display 

loop  %  iteration  number 

(yO*(-l)''PC)’  %  ideal  parameters 

y’  %  RF  pulse  parameters 


Pgain  =  Pgain  +  100*eye(16,16);  %  Re-initialize  Pgain 

end 
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ec  =  y  -  model*x; 


%  Model  NTor 
%  Shut  off  model  estimatitm 
%if  mean((y0-y).''2)  >  2e-5 


KgainM  -ff'PgainM  *  x  *  mv(l  +  x’  ♦  ff*PgainM  ♦  x); 

PgainM  =ff*PgainM  -  KgainM  *  x’  ♦  ffPgainM;  %  Recursive  update  of  P 
model  =  model  +  ee  *  x’  *  PgainM;  %  RLS  estimate  of  model 

%end 

Kgain=  Pgain*model(:,l:16)’*inv(eye(16,16)+model(:,l;  16)*Pgain*model(:,l;  16)’); 
Pgain  =  Pgain  -  Kgain*model(;,  1 : 16)*Pgain;  %  inverse  corr  matrix  update 
error  =  y0*(-  1)'^PC  -  model  *  x;  %  error  in  RF  pulse 

XX  =  x(l:16)+Pgain*model(:,l:16)’*error;  %  RLS  estimate  of  x 

mse4(loop)  =  mean(error.'^2);  %  mse  of  rls  to  optimal  x 

mse3(loop)  =  mean((yO*(-  l)'^PC-y).'^2);  %  mse  to  ideal  y 

mse  1  (loop)  =  mean(ee.'^2);  %  mse  of  model  tracking 

loop  =  loop  +1; 

tdw=pgen(xx  J*C,ETA);  %  Use  updated  parameters  to 

%  form  TDW 

X  =  [xx;  x(l:32)];  %  x  using  past  tdw  paramters 


Initialize  the  Integral  Control  Algorithm 


%  INTEG_INI:  Initializes  the  integral  control  algorithm 
%  and  provides  the  function  call  in  a 
%  text  string  which  is  evaluated  by  the  main  program. 

%  INTEGMENU  changes  the  values  in  the  simulation. 

%  See  also  INTEG,  INTEGMENU,  INTEGHEAD,  INTEG_SWP 
%  All  algorithms  must  at  a  minimum  initialize  the  following 
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%  variables:  yOA,  yOD,  encrgy_out,  x.  tdw,  yO,  f_call, 

%  max_volts_A,  max_volts_D,  for  both  transmitters,  as  shown. 


%  John  D.  Wood.  4/4/93.  rev.  6/7/93 


tdw _pci=zerosGen,length(control)); 
rf_pci  =zeros(len,length(control)); 
eval([‘yO’ .num2str(N), ’_scpt’]) 


if  xmtr_id=2 
max_volts_A=5 ; 
x=1.7*sign(-cos(pi*(l:  16)’)); 
tdw=pgen(x,03TA); 
load  integ44_ini 

yOA=max_volts_A*envel(ideal(0,tau)); 

boost=l.(X)15; 


ifN==8 

max_volts_D=23 .7 ; 
fl  =l;f2=l;  alpha  =  .03; 


%  vector  control  =  pulses  to 
%  control  in  PCI 
%  len  =  lengdt  of  pulse 
%  Input  pulse  buffer 
%  Output  pulse  buffer 
%  Load  ideal  half-cycle  peak  vals 
%  for  dummy  load  pulse  budding 
%  (variable  yOD).  Note:  ECD 
%  does  not  apply. 

%  xmtr_id  =  2  is  44A  Transmitter 
%  Set  desired  output  max  voltage 
%  Initial  TDW  half-cycle  values 
%  Produce  input  vector  to  xmtr 
%  load  P  and  Inverse  Model  for 
%Antenna/Dummy 
%  Obtain  ideal  half-cycle  peak 
%  vals  for  local  ECD,  pos 
%  phase  code. 

%  Used  to  scale  tdws  in  pulses 
%  after  the  one  being  controlled 
%  so  convergence  is  faster  for 
%  each  one. 

%N  is  decimation  factor 
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%  f  1  forgetting  factor  dum  load 


elseif  N3»4 
max_volts_D=22.26; 
fl  =1;  f2  =1;  alpha  =  .03; 
elseif  N=2 
max_volts_D=22 .35 ; 
fl=l;  f2=l;  alpha  =  .03; 
elseif  N==l 
max_volts_D=22 .47 ; 
fl=l;  f2=l;  alpha  =  .03; 
else 

eiTor(‘N  must  equal  1,2,4  or  8’) 
end 

y0D=max_volts_D*y0D(:,2); 

else 

max_volts_A=22 .24; 
load  mteg42_ini 

x=.4*sign(-cos(pi*(l;  16)’)); 
tdw=pgen(x,0,ETA); 


yOA=max_volts_A*envel(ideal(0,tau)); 

boost=1.012; 

ifN=8; 

max_volts_D=8 .14; 


%  f2  forgetting  factor  antenna 
%  a4>ha  is  tt»  error  gain 


%  Select  column  &  scale 

%  Set  desired  output  max  voltage 
%  load  P  and  Inverse  Model 
%  for  Antenna  and  Dummy  Load 
%  Initial  TDW  half-cycle  values 
%  Produce  input  vector  to  xmtr 
%  (positive  phase  code  here- 
%  phase  code  is  added  when 
%  tdw_pci  is  filled  in  SETUP). 

%  Obtain  ideal  half-cycle  peak 
%  vals  for  local  ECD,  pos 
%  phase  code. 


fl=l;  f2  =  1.0;  alpha  =  .03; 

ciseif  N==4 

max_volts_D=8 .15; 

fl  =  l;f2  =  1.0;  alpha  =  .03; 

ciseif  N=2 

max_volts_D=8.017 ; 

fl  =  1;  f2  =  1.0;  alpha  =  .03; 

ciseif  N=1 

max_volts_D=8.27; 

fl  =  1;  f2  =  1.0;  alpha  =  .03; 

else 

err<w(‘N  must  be  1,2,4  or  8’) 
end 

y0D=max_volts_D*y0D(:,l);  %  Select  column  &  scale 

end 

if  xmtr_load==’Dummy  Load’  %  Initialize  inverse  model,  P, 

%  forgetting  factor,  yO 

y0=y0D;  InModel=Emod;  Pgain=PgainE;  ff=fl;  %  Dummy  load  parameters 
else 

y0=y0A;  InModel=Bmod;  Pgain  =  PgainB;  ff=f2;  %  Antenna  parameters 
end 

Fl=num2str(fl);  %  Initial  f  factor  (dummy  load) 

F2=num2str(f2);  %  f  factor  for  antenna 

ALPHA=num2str(alpha);  %  error  gain  in  control 

loop=  1; 

W  =  eye(16,16); 
for  h  =  1:4 
W(h,h)=l;  V(h4i)=l; 
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%  o-eate  weighting  matrices; 
%  W  is  in  controller 
%  V  is  in  model  estimation 


end  %  weight  error  vectors 

for  h  =  5:8 
W(h.h)=l;  V(h4i)=l; 
end 

for  h  =  9: 12 
W(h.h)=l;  V(h4i)=l; 
end 

for  h  =  13:16 
W(h.h)=l;  V(h.h)=l; 
end 

f_call=’[tdw,x,y,InModel,Pgain,loop,alpha]  =  %  control  algorithm 

integ(rf ,tdw,PC£TA,yO,x/f,InModel,Pgain,loop,alpha,W,V);  ’ ; 

boostl=boost.'^[0:len_p/2- 1 0:len_p/2- 1];  %  compensate  for  droop 

for  p  =  l:length(control)  %  Load  simulated  buffer  for  AFG 

tdw_pci(:  ,p)=boost  1  (control(p))*tdw*(- 1  )'^hasecode(control(p)); 

end 

clear  boost  1 


Integral  Control  Algorithm 


function  [tdw,x,y,InModel,Pgain,loop,alpha]  = 
integ(rf,tdw,PC,ETA,yO,x,ff,InModel,Pgain,loop,alpha,W,V) 

%  Variables  loaded  from  INTEG_INI :  Pgain,  InModel,  x,  ff,  loop,  W,  V,  yO,  alpha 
%  X  initialized  from  arbitrary  tdw  parameters 
%  InModel  initialized  as  converged  inverse  model 
%  Pgain  initialized  as  converged  P  matrix 
%  start  loop  =  1 
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%  W  and  V  are  wei^ting  matrix. 

%  foigettiitg  factor  <  1  drives  Pgain  to  zero 
%  alpha  between  .1  and  .001  best 
%  Integral  Control  Alg(»ithm  by  John  D.  Wood  5/1/93 
global  msel  mse3 

y=envel(rf,tdw J*C);  %  Obtain  RF  half-cycles  peaks 

%if  loop  >  200  &  loop<21 1  %  Added  noise  burst 

%  X  =  X  +  randn(16,l)*.2; 

%end 


Kgain  =ff*Pgain  *  y  *  inv(l  +  y’  *  ff  *  V  *  Pgain 
Pgain  ssff'Pgain  -  Kgain  *  y’  *  ff  *  V  *  Pgain; 
ee  =  x-InModel*y; 

InModel  =  InModel  +  ee  *  y’  *  V  *  Pgain; 


X  =  X  +  alpha  *  InModel  *  W  *  (yO-y); 
mse3(loop)  =  mse(x,(InModel*y)); 
msel(loop)  *  mse(y0,y); 
loop  =  loop+1; 
tdw=pgen(x,PC.ETA); 


*y); 

%update  inverse  corr  matrix 
%  error  in  model  estimate 
%  RLS  estimate  of  Inverse 
%  Model 

%  Integral  Control  of  x 
%  MSB  of  model  tracking 


Samples  the  First  16  RF  Pulse  Half-cycle  Peaks  and  First  16  Desired  Zero-crossings 


function  yPZ  =  envelPZ(rf,tdw  J*C4s_pk) 

%  Function  yPZ  =ENVELQ(rf,tdwJPC,fs_pk):  Computes  the  first  16  half- 
%  cycle  peak  values  of  the  Loran-C  transmitter  ou^ut 
%  and  samples  the  values  at  the  desired  zo'o  crossings  (rf  feedback). 

%  If  tdw  is  included,  the  function  auto-synchronizes  rf  to  find 
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%  correctly  the  begiiming  of  the  first  half-cycle.  If  tdw  is  absent 
%  OT  if  then  sample  1  of  rf  is  taken  to  be  the  beginning  of 

%  the  first  half  cycle. 

%  VecttK*  rf  must  be  interpolated  to  a 
%  higher  sample  freq  (>=10.0  MHz)  to  find  accurate  half  cycle 
%  peak  values  and  zero  crossing  values. 

%  Calls:  INTERP,  FLEPUD 
%  Uses  global  vars:  xmtr_id,  xmtr_load,  fs 
global  xmtr.id  xmtr.load  fs 
%  usually  fs  =  10e6; 

%  usually  xmtr_id=2; 

%  usually  xmtr_load  =  ‘Antenna 
%  Variables: 

%  bin  =  Half-cycle  number  (1-16) 

%  bin^start  =  First  sample  in  bin  (half-cycle) 

%  bin^width  =  Number  of  samples  per  half  cycle 
%  fs_pk  =  Higher  sampling  frequency  (used  internally  only) 

%  in  interpolation  process. 

%  fs  =  Sampling  frequency  used  in  rf.  tdw 
%  PC  =  Pulse  phase  code  (0=pos,  l=neg) 

%  rf  =  Transmitter  output  (radio  frequency  feedback) 

%  tdw  =s  Transmitter  drive  waveform 

%  y  =  Output  half-cycle  peak  values 

%  Fernando  Pires,  1/15/92;  rev.  by  Dean  C.  Bruckner,  9/2/92, 

%  rev.  by  John  D.  Wood  7/3/93 

^^***1,*******************  Standard  Zero  Crossing  of  RF  *♦♦**♦*♦*♦♦♦♦ 
if  nargin  <  2; 
tdw  =  1;  rf_start  =  1; 
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%  Auto-synchronize:  And  1st 
%  sample  of  sin  pulse  at  fs 


else 

for  i  =  l:length(tdw) 
if  abs(tdw(i))  >  .1.  l»eak 
end 
end 

rf_start  =  round(20/Se6*fs)  i;  %  Normal  delay:  start  of  tdw  to 

%beginning  of  1st  half  cycle 
%  is  25  samples  at  S  Mhz 
end 

rf  =rf-mean(rf); 
in^.fact  =  round(10e6/fs); 
if  in^_fact  =1 

rf_temp  =*  rf(rf_start:  rf_start  +  18  *  5e-6  *  fs);  %  interp  to  lOMhz 
else 

rf_temp  ss  inteip(rf(rf_start:  rf_start  +  18  *  5e-6  ♦fs),intp_fact); 
end 

%  sample  rf  at  freq  lOMhz  starting  at  beginning  of  bin  1 . 
%  Keeping  18  half  cycles  leaves  enough  rf 

s  =  sign(rf_temp); 

f  =  find(s(2:650)  -  s(l  :649)~=0);  %  Find  samples  nearst  zero  crossings 

f300  =  find(f>275  &  f<325);  %  find  index  of  SZC  sample  in  rf_temp 

SZC  =  f(f300);  %  finding  exact  zero  crossing  of  SZC 

delta  =  1  -  2*abs(rf_temp(SZC+l)/(rf_temp(SZC+l)-rf_temp(SZC-l))); 

%  Determine  Values  at  Ideal  Zero  Crossing  Locations 
%  sample  every  1.25  usee  from  start  of  1st  half-cycle  to  16th 
%  half-cycle  going  through  SZC 
yPZ  =  zeros(32,l); 
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ifSZC>=270 
forks  1:16 
i  =  SZC-300  +  50*k; 

yPZ(2*k,l)  *  ((rf_temp(i+l)-rf_temp(i-l))/2)*dclta  +  rf_tcmp(i); 

end 

end; 

ifSZC<270 

Disp(‘  Error  in  find  first  zero  crossing  *) 
end 

%  ******  Determine  Peak  Values  in  first  16  Half  -  Cycles  ♦**♦♦♦* 

if  nargin<4;fs_pk=5e6;end  %  Default:  5  MHz 

if  nargin<3;PC=0;end  %  Default:  pos  phase  code 

if  xmtr_id=2  %  Input  to  Output  delay  in  samp 

if  xmtr_load=*  Antenna  ‘ 

cuts  14; 

else 

cuts-1; 

end 

else 

if  xmtr_loads=’ Antenna  ‘ 

cuts20; 

else 

cutsl8; 

end 

end 

if  nargin<2;  %  Default  externally  synchron 

rf_startsl; 
elseif  tdws=0; 
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if_8tait*l; 

else 

for  i=l:length(tdw)  %  Auto-synchronize  (find  1st 

if  abs(tdw(i))  >0.1,  break  %  sample  of  sine  pulse,  at 

end  %  lower  sample  freq,  fs) 
end 

rf_start^ound(cut/5e6*fs)  +  i;  %  Start  of  1st  output  half-cycle 

if  rf_start<l;rf_start=l;end 

end 

intp_fact=round(fs_pk/fs); 
if  inq)_fact<=l 

rf=rf(rf_start;  rf_start  +  18  ♦  5e-6  *  fs); 

bin_width=5e-6  *  fs;  %  Number  ot  samp  per  half  cycle 

else 

rf=interp(rf(rf_start;  rf_start  +  18  *  5e-6  *  fs)Jnq)_fact); 

bin_width=5e-6  *  fs_pk;  %  Number  of  samp  per  half  cycle 

end  %  Samp  rf  at  higher  fi-eq  (fs_pk), 

%  starting  at  beginning  of 
%  bin  1.  Keeping  18  half- 
%  cycles  leaves  enough 
%  of  rf  to  work  with. 

%plot(rf),grid,pause 

bin_start=l; 

ifPC=0 

for  bin=l:4:29  %  Peak  value  of  each  half-cycle 
yPZ(bin)=max(rf(bin_start:bin_start+bin_width)); 

%  plot(rf(bin_start:  bin_start+bin_width)),title(num2str(yPZ(bin))),pause 
bin_start=bin_start+bin_width; 


yPZ(2+biii)=inin(rf(bin_start:bin_start+biii_width)); 

%plot(rf(bin_start:bm_start+bin_wi<lth)),title(num2str(yPZ(2+bin))),pausc 

bin_stait=bin_start+bin_width; 

end 

else 

fw  bin=l:4:29  %  Peak  value  of  each  half-cycle 
%plot(rf(bin_start:bm_start+bin_width)),pause 
yPZ(bm)=min(rf(bin_start:  bin_start+bm_width)); 
bin_start=bm_start+bin_width; 

%%plot(rf(bin_start:bin_start+bin_width)), pause 

yPZ(2+bin)=max(rf(bin_start:bin_start+bin_width)); 

bin_start=bin_start+bin_width; 

end 

end 

%  ******^*^m*******  PLOT  RF  Pulse  and  Samples  ♦****♦♦**♦♦**** 
%plot(rf_temp( 1:900))  %  Plot  RFV 
%hold  on 
%for  k  =  1:16 

%  plot((k*50)+SZC-300.yPZ(2*k,l),’o’);  %  PLOT  Zero  CrossingsX 
%  end 

%bin_start=l; 

%for  bin  =  1:8 

%  Peak  value  of  each  half-cycle\ 

%  val=max(rf_temp(bin_start:  bin_start+bin_width)); 
%plot(find(rf_temp(bin_start:bin_start+bin_width)==val)+bin_start-l,val,’o’) 
%  bin_start=bin_start+bia_width; 

%  val=min(rf_temp(bin_start:bin_start+bin_width)); 

%  plot(find(rf_temp(bin_start:  bin_start+bin_width)==val)+bin_start- 1  ,val,  ’o’ ) 


%  bin_start»bin_8tttt+bin_wkWi; 

%eiid 

%hold  off 
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